
V�R□ Name: ______________ _ 

Quantity: ____________ _ 

Phone: _____________ _ 3.5 11 Trimless Downlight 
Veroboard 3.5 inches trimless downlight is specially designed to eliminate glare 
when illuminated. It is an IC-rated fixture that comes along with a junction box LED 
driver. It has the option of choosing desired color temperature from 
2700K-3000K-3500K-4000K- 5000K. This light is perfect for both new construction 
and remodeling installation with easy push spring clips. 

SPECIFICATIONS 

Engine Model No: 
Voltage: 
Wattage: 
LED Driver: 

Color Temperature: 

Dimmable: 
Dimming: 
Dimmers: 
Brightness: 
Rendering Index: 
LED Type: 
Fixture Color: 

LED 35-S12W-L5CCTWH-T 
120VAC 
12W 
IC Rated 
5CCT Selectable Color Temperature 
(2700K-3000K-3500K-4000K-5000K) 
Yes 
100 - 10% (Triac Dimming) 
LED/CEL Dimmers 
800 Lumens 
CRl>90 
Integrated COB LED 
White 

Fixture Material: Die-Cast Aluminum 
Rated Life: 50,000 Hours 
Installation: Recessed/Flush Mount 
IP Rating: IP20 (Damp Locations) 

Outer Dimensions: 0 76 x 74 mm (3 x 2.9 in) Depth 

LED Driver Dimensions: 95 x 59 x 39 mm (3.75 x 2.34 x 1.56 in) 
Cut Size: 82 mm (3.25 in) 
Package Content: Light Fixture with IC-Rated LED Driver 
Certification: FCC/ETUEnergy Star/RoHS 

Disclaimer: 

Selectable 
Color Temperature 
Switch 

LED DRIVER 
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Email: 

The data and information contained in this specification sheet are subject to change without notice; the ratings supplied are provided 
based on the product manufacturer. The information contained in this specification sheet should not be considered a warranty, expressed 

or implied, including, but not limited to, a warranty of merchantability or fitness for a particular purpose. In no event shall Veroboard be 
liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies 
regardless of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any 
other legal theory. 

veroboard.com 
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Make sure to install plaster frame Assumz-vous d'insraller le cadm 
with arrow pointing upwards de platre avec la ffilche dirigeant 
(towards the ceiling) vers le haut (vers le plafond) 
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Cable to fixture 
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Quick connect push-in terminals 
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SKU: 666561425173 


