
 
 

CSB2501 
CARBON STEEL REAR STRUT TOWER BAR  

INSTALLATION INSTRUCTIONS 
 

2002-Current Hyundai Tiburon 
 

READ INSTRUCTIONS THROUGH COMPLETELY BEFORE BEGINNING 
INSTALLATION. 

 
IF YOU ARE NOT COMFORTABLE AND/OR FAMILIAR WITH THESE INSTRUCTIONS, PLEASE 

REFER THIS INSTALLATION TO A QUALIFIED PROFESSIONAL. 
 

1. Lower the backseat. 
2. Lift up and unclip the rope “T” anchors from their brackets on the underside of the trunk lid. 

 
3. Unsnap the sunshade from the trunk interior and remove. 
4. Lift up and remove the spare tire hatch and spare tire from the trunk. 
5. Remove the two (2) cargo anchors by unsnapping their plastic cover and unbolting them from the strut 

tower using a 10mm socket wrench.  These bolts will be reused. 

 
6. Remove the bottom trunk panel. 
7. If the vehicle is equipped with an Infinity® premium audio system, use a 10 mm socket wrench to unbolt 

the four (4) bolts that secure the sub woofer to the trunk bay (If not equipped, skip to step 9).  These bolts 
will be reused 

8. Carefully pull out the subwoofer and unplug the wire bundle. 

 



9. Remove the scissor jack access panel. 
10. Use a Phillips head screwdriver to remove the six (6) bolts that hold the trunk side panels to the trunk floor. 

These screws will be reused. 
11. Unscrew the hanger knobs at the top of each strut tower using a Phillips head screwdriver. 

 
12. Pry loose the plastic bolt cap at the top of the passenger side strut tower (note: cars not equipped with a 

subwoofer will have one on the driver side as well) and remove the bolt using a 10 mm wrench.  Both the 
cap and bolt will be reused. 

 
13. Remove the plastic strut tower top caps from the top of the driver and passenger strut towers. 

 
14. Pull away trunk interior side panels but do not fully remove.  On the drivers side panel disconnect trunk 

light.  CAUTION:  The trunk light may be hot. 

     
15. Remove the rear most screw from each interior side panel using a Phillips head screwdriver.  The screws 

are located just behind the rear side speakers.  These screws will be reused. 
16. Pry loose both the left and right side panels at the top rear corners (see image on next page). 



 
17. Use a 10 mm socket wrench to remove the three (3) bolts that secure the sheet metal cage that protects the 

seatbelt reel assembly.  These bolts will be reused. 

 
18. Use a 14mm socket to unbolt and remove the seatbelt reel from each side. 
19. Remove two (2) 8mm strut tower nuts from the passenger and driver side rear strut towers.  These nuts will 

be reused. 
20. Remove the trunk light from the driver side trunk panel. 
21. Mark and cut a hole in each of the side trunk panels for the strut bar to go through.  Please note that the 

driver side hole will merge with the factory hole for the trunk light.  As a result a new rectangular hole 
should be cut to relocate the trunk light below or to the side of its original position. 

22. Slide the rear strut bar through the cutouts and over the shock tower studs.  Reinstall the two (2) 8mm 
shock tower nuts (torque: 2.2 kg-m - 3.0 kg-m, 16 lb-ft - 22 lb-ft). 

23. Reinstall the sheet metal cage that protects the seatbelt reel assembly using its original bolts (torque: 8 kg-
m - 1.2 kg-m, 6 lb-ft - 9 lb-ft). 

24. Reinstall the seat belt reels using their original bolts (torque: 4.5 kg-m - 6.0 kg-m, 33 lb-ft - 43 lb-ft). 
25. Reseat the interior side panels by snapping them back into place.  Reinstall their screws using a Phillips 

head screwdriver. 
26. Reconnect the trunk light (CAUTION:  the trunk light may still be hot) and install it in its new position.  

Move the trunk interior side panels back into place. 
27. Reinstall the plastic strut tower caps and bolt them into place using their original bolts and a 10 mm wrench 

(torque: 8 kg-m - 1.2 kg-m, 6 lb-ft - 9 lb-ft).  Cover the bolts with their plastic caps by snapping them into 
place. 

28. Reinstall the hanger knobs at the top of each strut tower using a Phillips head screwdriver. 
29. Use a Phillips head screwdriver to reinstall the six (6) screws that hold the trunk side panels to the trunk 

floor. 
30. Reinstall the scissor jack access panel. 
31. Reconnect the subwoofer and use its original four (4) bolts and a 10 mm wrench to bolt it back into place 

(torque: 8 kg-m - 1.2 kg-m, 6 lb-ft - 9 lb-ft). 
32. Reinstall the bottom trunk panel. 
33. Reinstall the two (2) cargo anchors with their original bolts and a 10 mm socket wrench (torque: 8 kg-m - 

1.2 kg-m, 6 lb-ft - 9 lb-ft). 
34. Reinstall the spare tire and spare tire hatch. 
35. Reinstall the sunshade.  Reconnect the rope “T” anchors to the underside of the trunk lid. 

PARTS LIST 
Quantity Part Number Part Description 

1 CSB2501 Steel rear strut tower bar 
2 DCS1008 DC Sports Decals 

THANK YOU FOR CHOOSING DC SPORTS 
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