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Klip™ Certified Child-
Resistant Disposable Vape 

OUR PROMISE

No Lead 

No Leaks

No Burnt Oil 

No Learning Curve
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PATENT  
PENDING

CUSTOMIZABLE

A smarter, better vape

Powered by our patent-pending battery 
technology, Vapetelligence™ is expertly 
engineered to bring out the best 
experience in your oil without any tricky 
buttons or adjustments needed.

Ceramic core

Crafted with a ceramic core, Klip™ 
delivers excellent vape experience through 
revolutionary heating elements. 

Safety first
Klip™ Disposables boast virtually 
undetectable levels of heavy metals, 
including lead, cadmium, arsenic and 
mercury, testing 10x better than the 
competition. 

Long lasting
Built in 400 mAh battery. 

Food grade 18/10 stainless steel
Engineered with food grade 18/10 
stainless steel to provide the cleanest 
surface for keeping oil pure. This 
production process ensures a cleaner 
vape experience.

No condensation, no leaks
Designed to deliver incredible flavor experience 
with an expertly engineered structure to eliminate 
condensation and prevent leaks. 

LED Indicator
A small LED window indicates the placement of 
child-lock feature

Consistent and reliable

Vapetelligence™  delivers predictability and 
consistency with every use. Our technology 
enables us to identify and accentuate the 
characteristics of cannabis concentrate to deliver 
automatic granular control settings.

Optimized Airflow
Optimized airflow glides through each hit 
and won't dilute your oil.

Dual-lock mouthpiece design
Secured by both snap-on and compression design, 
our unique mouthpiece securely locks into place 
and stays put. Additional benefits include an easy 
capping process and operational efficiencies thanks 
to the integrated feedback system. 

Child-Resistant 
Certified child-resistant push-and-turn design meets 
the standards set forth in the Code of Federal 
Regulations Title 16, Section 1700.20. 


