
Turn the unit On 
Press the  button to turn on the unit. The unit will turn on in 
the mode in which it was last turned o!. 

Turn the unit O!
Hold the  button for 3 seconds. The unit will also automatically turn 
o! after 45 minutes without any button presses. Any held values or 
total counts will be cleared when the unit is turned o!.

Measure Air Flow
There are 2 modes for measuring the air velocity: Instantaneous 
Velocity Mode and Count Mode (modes described below).  In 
either mode, simply hold the unit into the air "ow you wish to 
measure.  The unit should be facing you so the display is visible, 
and the air "ow should be coming towards you.

Change Modes – Press both the  and  buttons simultaneously 
to change modes.

Instantaneous Velocity Mode
In this mode, air velocity is updated every second. The 
measurement is based on an average of the previous 3 seconds 
(known as a moving 3-second average).

To hold the current value on the display, press the   button.  The 
measured value and HOLD icon will blink.  To release the hold 
function, press the  button.

Count Mode
In this mode, the air velocity is measured by counting the 
movement of air over 1 minute.

Hold the unit at arms length from your body and press the  
button to start the count. The display will show the COUNTING 
icon and the accumulation of distance of air movement through 
the impeller.  This mode will require 1 minute before a valid 
measurement can be displayed.  The count can be stopped before 
1 minute by pressing the  button, but the value will not be a 
correct count of feet in 1 minute.

While counting, the unit will:

The total distance of air movement in 1 minute will be displayed 
blinking. To clear the display and reset for another count, press the 

 button.

Change Units of Measure
Turn the unit o!.  With the unit turned o!, hold down all three 
buttons (      ) for 5 seconds.  Release all buttons.  The display 
will show the word “unit” and the units of measure will blink.  To 
change the units of measure, press the  or  button to toggle 
between FPM (feet per minute) and M/S (meters per second).  
Press the  button to select the units of measure and return to 
the normal mode.

Adjust Buzzer Tone
Turn the unit o!.  With the unit turned o!, hold down all three 
buttons (     

Press    button to enter the buzzer adjust mode. Screen will show 

current setting for 5 seconds or until any button is pressed.

Press  button to decrease frequency setting. Unit will beep 
at new setting for 5 seconds or until any button is pressed. 
Frequency setting can loop from lowest to highest.

Press  button to increase frequency setting. Unit will beep at new 
setting for 5 seconds or until any button is pressed. Frequency 
setting can loop from highest to lowest.

Press  button to exit the setting mode.

MAINTENANCE & TROUBLESHOOTING

Battery
When the battery indicator is displayed, replace the battery with 

Lithium cell battery.  Replace the battery in fresh air.

Impeller

is a recommendation in order to ensure accurate measurements. 
(See following page for instructions.)

Storing Your PMA-2008

extended periods of time.  Doing so may permanently damage 
the LCD, electronics, battery or enclosure.  (Note that the inside 
of a car parked in the hot sun can reach very high temperatures.) 

to below this temperature.

PMA-2008 
Pocket Mining Anemometer

OPERATION

Features a New and Improved
Adjustable Buzzer Tone!



 Rev. 08/13/08

 

Replacing the Battery
When your display grows dim or blank, replace the battery.  
Use a large coin to open the battery compartment. Use only 

Service, Inc.). Wipe the battery clean of any #ngerprints and 
insert the positive (+) pole up, angling the battery downward 
and pressing it #rmly into place. 
When replacing the battery door, 
be sure to keep the black rubber 
o-ring seated in the groove on 
the case back. When replacing the 
battery door, be sure to keep the 
black rubber o-ring seated in the 
groove on the case back. 

Why does the Impeller 
Appear Imbalanced?
Why does the Impeller Appear Imbalanced? It is NORMAL 
for the impeller to oscillate as it comes to a stop. It is NOT 
imbalanced.  Rather, it contains a very small magnet which 
responds to the earth’s magnetic #eld. This does not a!ect the 
accuracy of the wind speed readings because the magnetic 
#eld applies both a braking and an accelerating force which 
cancel each other. The impeller has been calibrated to be 
accurate to within at least ± 3%.

High Speed Use

sapphire bearings in the impeller assembly.  If you require 
accurate high AND low speed measurements, we recommend 
a second impeller.

Troubleshooting a Damaged Impeller

the impeller may no longer be sending a signal to the unit.   Test 
the unit by turning it on and placing it near an electromagnetic 
source (i.e. back of computer monitor or TV).  If the display 

to be returned but does need a new impeller assembly.  Contact 
MPS  or your place of purchase to order a replacement. 

Replacing the Impeller
Press FIRMLY on the sides of the 
black impeller housing with your 
thumbs to remove the entire 
assembly.  When inserting the new 
impeller, be sure the arrow is facing 
the display side of the unit,  and is 
aligned with the top of the meter.  
Press on the sides of the housing 
rather than the center.

Run the Display Test
This test will show if the display is working properly. Turn 
the unit o!.  With the unit turned o!, hold down the  and  
buttons and then press the center button. The code version 
will be displayed.  Press the  button to advance the display 
through the test screens.

Additional Information

the right to change product speci#cations.  

MSHA Approval #18-A070014-0
Commonwealth of Pennsylvania Approval # BFE 147-07
An NIST Certi"cate can be provided for your PMA-2008.  
Please contact Mine & Process Service, Inc. for details.

WARRANTY

2 years from your date of purchase.  The provisions of this 
warranty do not apply to: 

b) Units which have been subjected to misuse, negligence, 
accident or improper maintenance or application.

c) Worn impellers

Parts and Service

Email: mail@go-mpsinc.com
www.go-mpsinc.com
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