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You will need: 

• Torx Driver 

• Trim Tool 

• M6 Allen Key 
 
Supplied: 

• Pair of end panels 

• 2 brackets and fixings 

• Replacement bonnet prop clip 

•  

     

Thank you for purchasing our Mk3 pre-face lift slam 
panel finishing panels. Please read these instructions 
thoroughly before attempting to fit your parts. The 
fitting process is straightforward but please take 
your time and avoid forcing any parts. 
 

You will need to remove the bonnet sound pad to 
stop it from rubbing on your new end plates and 
damaging the finish. This is particularly important 
if you have purchased gloss black/ carbon parts/ 
painted parts.  
 

Once you have removed the bonnet sound pad 
the first thing you need to do is remove the 4 
push rivets on the top of the slam panel. Simply 
slide a trim fork / tool under the top and gently 
lift. Then slide the rivet out. 
 

Next you need to remove the yellow 
bonnet prop. Slide the trim tool under the 
side and it will pop out.  
 

   
 

 
 
 
 
 
  
 
 
 
 
  

Unscrew the two circular bonnet bungs and put to 
one side for later. It is worth counting the number of 
turns, so when you refit them you get them in the 
same place. Remove the top two headlight fixings, 
one on each side, using a Torx bit. 
 

Important – using some panel wipe/ tar/ glue 
remover and a clean cloth, wipe down the front 
panel in the area illustrated above (Near the 
bonnet prop on the driver’s side) – this is to ensure 
good adhesion from the mounting bracket later on 
in the fitting process. 
 

You are now ready to start fitting the brackets, 
begin on the passenger side. Using the bolt and 
washer supplied, push the nut through the hole 
from underneath (a little masking tape on your 
finger can make this easier), slide the bracket on, 
then the threaded tube. Nip up with a pair of 
pliers. (This bracket can be adjusted later should 
the holes not line up) 
 

Lift the slam panel away from the front 
panel to give you a bit more space. Slide 
the front in first down the back of the 
bulge. 
 



 
 

  

   
Please take care and note how it slides behind the 
bulge on the headlight, this keeps it secure and holds 
the panel away front the bonnet. This part can be a 
little tricky, you may have to press the panel down a 
little to get it to slide behind the bulge. 

Ensure that the larger hole lines up with fixing for 
the rubber bonnet stop. 

Guide the panel into position along the headlight 
and then tuck it under the light at the top fixing.  
 

Check that the panel is lining up with the 
bracket you fitted earlier. If not undo the 
fixing a little and adjust it until the holes 
line up. Then use the metal bolt the fix into 
place. Once you are happy with the 
alignment, refit the top headlight fixing, 
refit the push rivet into the slam panel and 
refit the bonnet bung (remember the 
number of turns) 

   
 

 
 
 
 
 
  
 
 
 
 
  

The passenger side panel is now fitted, next we 
move onto the driver’s side. This side is done slightly 
differently. Here we don’t have the existing fixing so 
the bracket it stuck to the front panel with adhesive 
tape (don’t do it yet). Should you wish, you can drill 
the front panel and fit the bracket in the same way 
as the passenger side. Make sure that you have 
wiped the slam panel down with panel wipe to 
remove silicone. This will not stick if there is a trace 
of silicone on the front panel. 

On the driver’s side we fit the bracket after we have the 
panel in place. Fit the panel in the same way as the 
passenger side but note this time there is an extra hole 
for the air conditioning recharge valve. The positioning of 
these vary from car to car. The pipes are made from 
aluminium so they can be manipulated to ensure that 
they fit through the hole in the correct place. If the pipe 
is not lining up with the hole, then gently bend it into 
position. Avoid hitting it or using a tool as this could 
damage the pipe, your hands are a much better gauge of 
force. 

The driver’s side panel fits in the same way as 
the passenger side, sliding behind the bulge on 
the headlight but obviously you need to make 
sure the A/C pipe fits through the hole. Make 
sure that the panel is tucked under the slam 
panel. 

Once the panel is in position tuck it under the 
rear headlight fixing but don’t not tighten 
anything up. Get the metal bracket for the 
driver’s side and remove the backing off the 
adhesive tape. Carefully hold it in position under 
the new panel and tighten up the bolt. Now line 
up the bracket with the front panel (the area 
you panel wiped before) and firmly push it down 
and hold it for a few seconds to ensure it 
adheres properly. 



 

  

You can now refit the rear headlight fixing, the 
other 3 push rivets in the slam panel and the 
rubber bonnet bung (remember the number of 
turns) 
 

If your car is fitted with aftermarket bonnet struts fitting 
is now complete. If not, then you need to fit the 
replacement bonnet prop clip. Ask a friend to hold the 
bonnet for you while you return the prop to its laying 
down position. Using the image above, remove the 
adhesive backing from the clip provided and stick into 
position, just in front of the airbox. Fitting is now 
complete. 

 

  

Check List 
 
Retighten 
2 x Rear Headlight fixings 
4 x Push Rivets 
2 x Bonnet Bungs 

Please note that every car can be lined up slightly 
differently so there may be a bit of adjustment 
required when fitting the panels. 

 


