
 

 

 

 

 

 

 

 

  

 

 

 

 

  

 

  

 

Thank you very much for your purchase, please read the following instructions 

carefully before attempting to fit your item.  The MK7.5 Fiesta slam panel cover is 

simple to fit but care must be taken when slotting it into position. We recommend 

test fitting this part before painting it if you have bought it in raw plastic. 

 

1. To begin, remove the two rear screws and the ones furthest to the left 

and right. (See green arrows below) Leave the plastic plugs in place on 

the left and right fittings. Also remove the rubber gasket at the front, 

please take note of how the rubber tabs slot in from the front. 

2. Starting with the righthand piece, slot this into position, you will need to 

position the black spacer on top of the Ford part but under this cover to 

act as a packer to stop the cover distorting when tightened up. These 

need to be positioned where the yellow arrows indicate. Use the two 

longer screws for the two holes where you are using packers. 

3. Before tightening any screws, offer the left-hand side into position and 

line them up with the screw holes, making sure that the tab at the front 

tabs are overlapping correctly. 

4. Remove the backing on the double-sided tape and stick it down. 

5. Tighten up the screws but take care not to over tighten them as this can 

damage the cover. Refit the rubber gasket along the front, sliding the 

tabs into place. 

 

 

 

PAINTMODZ 
A Custom Finish by AUTOMOTIVE 

PAINTMODZ 
A Custom Finish by 

AUTOMOTIVE 

Thank you very much for your purchase, please read the following instructions 

carefully before attempting to fit your item.  The MK7.5 Fiesta slam panel cover is 

simple to fit but care must be taken when slotting it into position. We recommend 

test fitting this part before painting it if you have bought it in raw plastic. 

 

1. To begin, remove the two rear screws and the ones furthest to the left 

and right. (See green arrows below) Leave the plastic plugs in place on 

the left and right fittings. Also remove the rubber gasket at the front, 

please take note of how the rubber tabs slot in from the front. 

2. Starting with the righthand piece, slot this into position, you will need to 

position the black spacer on top of the Ford part but under this cover to 

act as a packer to stop the cover distorting when tightened up. These 

need to be positioned where the yellow arrows indicate. Use the two 

longer screws for the two holes where you are using packers. 

3. Before tightening any screws, offer the left-hand side into position and 

line them up with the screw holes, making sure that the tab at the front 

tabs are overlapping correctly. 

4. Remove the backing on the double-sided tape and stick it down. 

5. Tighten up the screws but take care not to over tighten them as this can 

damage the cover. Refit the rubber gasket along the front, sliding the 

tabs into place. 

 

 

 


