
 

  

Fitting Guide for Fiesta 

1.0/ 1.6 Ecoboost 

Battery Cover 

Some other products you may be interested in: 

A range of colours are available, contact us for 

more information. 
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You will need: 

• 10mm Spanner 

• 8mm Spanner 

• 10mm Nuts (supplied) 

    

Please read these instructions carefully 
before beginning. 

You will need to relocate a couple of wires 
to ensure a neat and tidy engine bay. No 
wires need to be cut, they just need to be 
moved. 

You will see on the left of the battery there 
is a wire above the battery strap, this needs 
to be moved under the battery strap. To do 
this you will need a 10mm spanner/ socket. 

Lift up the plastic clip to reveal the nut and 
undo the 10mm battery retaining bolt. You 
may have to back off the nut on the other 
side to give you enough movement.  

Lift the strap and carefully place the wire under the strap 
positioning it down the side of the battery. NOTE: At this 
stage it is also necessary to push the ECU holder away 
from the battery a little. It is fixed securely but it just 
needs to flex away. To do this firmly push it towards the 
engine (White Arrow) and the bracket will bend slightly, 
this is just to avoid the cover rubbing and the finish of 
the cover becoming damaged. 

   
 

 
 
 
 
 
 
 
 
 
 
  

It should now look like the image above with the 
wire tucked under the battery strap. Just before 
you re-tighten the nuts make sure the distance 
between the battery bolts is the same as distance 
between the holes  on your new cover. If not, 
adjust them in and out by sliding them left or 

right. (Diagram) Then tighten the nuts. 

You will find that your earth cable is positioned as above. 
This needs to be moved to make the cover fit properly. 
To reposition it use an 8mm socket and fasten it like the 
image in step 6. Refit the bolt into the hole left behind to 
tidy things up and make sure the bolts are nipped up. 
Please note there may be a chance of a spark when 
reconnecting this is normal. (You will not require any 
radio pin codes as memory will be unaffected. ) 

Now all of the cables are out of the way you can 
start to fit the cover. Measure the holes again to 
make sure that the distance between the holes on 
the cover are the same as the distance between 
the threaded studs on your battery strap. If they 
don't then refer to stage 4. 

Finally, place the battery cover on to the bolts and check 
for the clearance from the ECU holder. If it is touching 
see step 3 again. If not, fasten down gently with the 

10mm nuts and washers supplied. Note: Take care not 

to over tighten the nuts as this will damage the paint 
and deform the shape of the cover. Only half a turn 
above finger tight will be sufficient as it is only holding 
the cover not the battery. 

Adjustment 

FROM 

HERE 

TO HERE 



 


