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Color:  Black          

Seam Construction:  All construction seams are single needle 

and surge stitched.

Packaging:

Side loaded vented polyethylene bag.

Chest

Material:  Black 150D polyester and 360g/m² black fleece. 

Sleeves are lined with 210T black taffeta.

Closure Type:  Zipper front closure with storm flap.

Pockets:  1. Two slash front pockets with zipper closures.

2. Right and left breast security pockets with zipper closures.

Other:

Hanger included with each jacket.

Can be zippered into Icon™ and Icon LTE™ jackets as an 

insulating liner.

Labels/Tags: 

1. Black cloth label at neck displays Tingley logo and SYNC 

System Liner banner. Small woven size label is attached to the 

bottom.

2. Label sewn into left front hem displays care instructions; 

fabric composition, lot and date codes are located on the 

reverse.

3. Tingley pocket label attached to lower left side seam.

4. Hangtag with stock #, size, UPC code and area for MSRP.

5. Hangtag with product info and relevent Tingley indicators.

6. Prop 65 hangtag.

7. SYNC System Liner hangtag.

Case Dimensions/Weight: 

27"(L) X 16"(W) X 17"(H) / 30 lbs.     

Case Pack:  12 each

Sleeve Length

Length

Dimensions

Sizes:  S, M, L, XL, 2X, 3X

Phase 2™ Jacket 

Stock Number - J73013

Garment Type:  Wind resistant jacket/liner.

Compliance Standards:

Garment Detail: Jacket is set in sleeve construction with full cut shoulder

and 180 degree sleeve‐to‐body angle. Jacket has a front zipper closure, 

elasticized spandex sleeve cuffs, adjustable drawcord at waist, and 4 

pockets. Tingley logo embroidered in silver reflective thread on back of 

collar and Phase 2 embroidered on lower right sleeve.  
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Phase 2™, Icon™ and Icon LTE™ are trademarks of Tingley Rubber Corp.


