
S-M 2X-3X
L-XL 4X-5X22"(L) X 14.5"(W) X 12"(H) / 23 lbs.

22"(L) X 14.5"(W) X 12"(H) / 23 lbs.
22"(L) X 14.5"(W) X 12"(H) / 23 lbs.

22"(L) X 14.5"(W) X 12"(H) / 23 lbs.

Material: 
100% Polyester (3.6 oz.) material meets the ANSI/ISEA 
107 minimum background requirement for Class 2 
garments.
Seam Construction: 
Stitched

Pockets: 
5 interior and 8 exterior

30"

60"

Dimensions

Packaging:
Polypropylene peggable, resealable bag

Chest/Waist

Closure Type:
Zipper front closure.

50"

2X-3XS-M

31"

L-XL

65"

4X-5X

30.5"

Color:  
Fluorescent Red

Configuration:
"X Pattern" tape layout with one horizontal band.

Reflective Tape: 
ANSI/ISEA 107 and CSA Z96 Level 2 compliant 2" silver glass bead tape, 
stitched to garment. 

Labels/Tags:
1. Size label with care instructions and ANSI/ISEA 107 statement.
2. Hangtag with stock #, size, and UPC code. 
3. Hangtag stating Prop 65 Warning. 
4. Hangtag with Tingley sticker.

Other:

Case Dimensions/Weight: 
Case Pack:  25 each

Length

55"

30.5"

Type R Class 2 Safety Vest
Stock Number - V71835C

Garment Type: 
Polyester Vest
Sizes: 
S-M, L-XL, 2X-3X, 4X-5X

Garment Detail: 
The vest is constructed from fluorescent red and black knit polyester with 
Sawtooth™ 2" silver glass bead reflective tape, and D-ring access. Surveyor style vest 
has padding in the rear neck, tape dispenser grommets, 2 mic tabs, and two 
additional grommets on the chest. Clear ID badge pocket on right chest, large 
technology pocket on lower back, five interior pockets and six additional exterior 
pockets.

Compliance Standards: ANSI/ISEA 107 Type R Class 2; CSA Z96 Class 2 Level 2
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