
1. Using the template for the fabric base and 

the sewing machine shape cut 2 pieces of 

fabric from each template.  

 

2. Putting right sides of sewing machine shape 

together sew 1/8” seam allowance leaving the 

bottom open where the white arrow is for the 

stuffing. Clip fabric where the little blue 

arrows are, this will help shape the sewing 

machine when its turned through. 

  

 

3. Putting right sides together of the fabric 

base sew 1/4” seam leaving an end open for 

stuffing and cardboard. Trim off the corners 

cutting near the tip of the seam, but not too 

close. 

 

4. Now turn both sewn items right side out. I 

use the blunt end of a knitting needle to turn 

mine. 

 

5. Using the blunt end of a knitting needle 

firmly pack out the sewing machine shape with 

the toy stuffing provided. Fill so you can’t get 

anymore stuffing in as this part needs to be 

nice and firm. 

 

6.When the sewing machine shape has been 

filled the bottom can be sewn with the white 

extra strong thread provided. Using a running 

stitch, weave in and out all the way round the 

bottom. Pull tight, using a back stitch to hold. 

 

 

Bottom 

1/8” seam 

1/4" Seam 



7. Now for the fabric base. A. Insert firm 

white cardboard provided. B. Using the end of 

a ruler, firmly pack out the sewing machine 

base with the toy stuffing supplied, making 

sure you get in to the corners. C. Fill so you 

can’t get any more stuffing in as this needs to 

be nice and firm. D. Now tuck ends of fabric in, 

hold it together or by using the pins supplied, 

then use an overcast stitch to close the end! 

A 

 
B 

 
C 

 
D 

 

8. It’s now time to put the pin cushion 

together. A. Measure 2” from the stitched end 

of the base and put a mark in the centre where 

the blue arrow is. B. Using the fabric glue 

provided spread a fair amount on the bottom 

of the sewing machine shape. Press down like in 

the picture and place 4 pins around the base to 

hold it in to place. C. Now leave to dry for 7-8 

hours for best results. D. Put a blob of glue on 

the back of the button and press in to place 

where the blue arrow is, leave until dry.  

A 

 
B 

 
C 

 
D 

 



9. Once the main parts of the pin cushion have 

set, all the accessories can be put in place. 

Please remove berry pins before adding the 

lace.  

A. Lace for the bottom of the sewing machine 

shape, wrap round and put a little bit of fabric 

glue to hold in to place.  

B. Wind the coloured thread provided on to the 

spool, put a spot of glue on to hold thread in to 

place.  

C. Now put a spot of glue on the bottom of the 

spool and place where the blue arrow is. Hold in 

place with a berry pin, leave to dry. Add a pin 

to where the blue arrow is, then wrap the 

thread round it.  

D. Now put the needle in place, eye facing down 

and thread the needle. 

A 

 

B 
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10. Finally put the widest piece of lace under 

the needle and place the scissors on top of the 

base, these can be glued or held on with a 

berry pin. All done!  

 

 

 

 

 

 

 



  

 

Sewing Machine Pin Cushion 

Template for Firm Cardboard Base  

Cut 1 

 

 

 

 

 

Sewing Machine Pin Cushion  

Template for Fabric Base 

Cut 2 


