
 

Key Features

· 

· Auto human detection with customized detection area
IP65

· Vertical field of view up to 180 degree
·
 
Built-in microphone and speaker, support 
two-way audio.
 

3MP Sony starlight sensor, 2048*1536P

   
· Built-in micro SD card up to 128 GB

·
 
Enhanced Wi-Fi, 2.4GHz & 5GHz dual-band
Remote Live view and playback via LTS Connect APP 

Easy installation and interchangeable faceplates

·
·

·
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Camera

Image sensor 1/2.8”3-Megapixel starlight sensor

Lens 2.2mm@F2.4, Vertical FOV 180°, Horizontal FOV 105°

IR Distance

Day & night

System

Video compression H.264

Max. Resolution 2048 × 1536

WDR DWDR

BLC Support

DNR

Video

Local Storage Micro SD Card (Max. 128G)

Compression Standard Smart H.264

Audio Quality

Output Built-in loudspeaker

Noise suppression and echo cancellation

3D DNR

IR Cut Filter with auto switch

PIR PIR Human Detection Sensor

Operating conditions -22°F ~ 140 °F (-30 °C ~ 60 °C ) humidity 95% or less (non-condensing)

Customized Alert AreaAlarm

General

0.28 lbs (125g)Weight

Dimensions 5.1”× 1.8”× 0.85”(130x46.3x21.5mm)

IP65Ingress Protection

Power Consumption Max. 5W

8V AC~24V ACPower Supply

16ft

High-Performance Embedded SOC Processor

Embedded RTOS

Built-in 2.4GHz & 5GHz Wi-Fi

AP Mode

Processor

Operation System

Wireless

Network Configuration

Audio

Input

Interface

Built-in Omni-direction microphone

Frame Rate 50Hz @ 25fps, 60Hz @ 30fps, Adaptive frame rate of network transmission
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