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To loosen the oblique, twist the 
brass nut away from you and 

insert your preferred nib, 
making sure that it is touching 
the brass beneath and to the 

right of it (to the left for lefties).

If you have a straight pen,
look for the opening on the 

collar of the nib ferrule, and line 
your nib up with this. Then slide 

your nib down in centrally 
between the edge of the ferrule 

and two of the prongs inside. 
N.B. the nib should not sit in
the centre of the four prongs.

When we moved into our house two years ago the garden was a 
few scraggly bushes, a lawn and an enormous yet beautiful old 

bramley apple tree. The perfect blank canvas for a couple of 
keen, budding gardeners!  We set to work researching, visiting 

gardens, reading books and planting a few seeds here and 
there.  Our confidence grew and we planted fruit trees, roses, 

peonies and a herb garden. The following year we built a 
greenhouse, raised beds and a garden studio. The garden
now hums with life; there are blackbirds nesting in hedges,
a hedgehog and bats as well as fruit and vegetables by the
 bucket load.  To us this feels like the perfect metaphor for 

creativity; how, when tended to and given the right conditions, 
the seeds that we plant in those early years blossom into 

something quite spectacular. 

We hope you enjoy using your shiny new pen
and seeing your own work bloom.

Tighten the nut by twisting it 
towards you until it is loosely 

holding the nib. Take the nib out 
and then turn the nut a little 
more and re-insert the nib. 

Repeat as neccessary until you 
have a lovely snug fit. It’s exactly 
the same process to use a smaller 

nib like a Brause 66 EF. Please also 
check out our video instructions on 

the link below.

To remove the nib, use your thumb 
to push on the back end of the nib 

until it pops out (no need to 
unscrew the nut). If the nib is 

particularly snug, use a soft cloth 
or piece of card to push the nib out 

of the brass flange.

Insert the allen key into the 
small screw on the top of the 
pen and loosen by turning it 

anti-clockwise.

Pinch the nib and adjust to 
your desired angle, then 

tighten the screw with the 
allen key to set it in place.

You can change the angle of the nib so that it suits your writing style perfectly. Once you set the correct 
angle, you’ll find the nib will glide across the page without snagging. If you’re a leftie, you can also flip 

the flange around so that it’s on the other side of the pen (figure 3).
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