
 

 

 

 

  

 

 

  
 
 
 
   
 
 

  

 

High performance low profile LED flood light designed for a wide variety of 
applications and mounting heights. Multiple optics and color temperature
options make the HBFL ideal for exterior area lighting, retail, sports fields and ski hills.

Construction - Extruded aluminum heat sinks with driver thermally isolated
from the LEDs. Edge-to-edge high impact glass lens with no bezel prevents dirt
and ice build-up on the optics.

Optics - Lumileds or Cree LED chips. 150˚ for general use, 6x3 short beam and 6x3
long optics are ideal for long projected throw at low mounting heights. Optics
can deliver light up to 7 times the mounting height uniformly from the pole to the 
target. Low profile, wide optic design ensures minimal exposure to the elements. 
Visor protects the optics and redirects potentially wasted light back to the target 
plane, minimizing sky glow and blocking unwanted glare. Unique optic venting 
system allows air to flow freely in and out of the optics while blocking water, 
condensation and contaminants. Optics stay clean, efficient and long lasting.

Electrical - Moons driver is rear mounted and easily accessible for maintenance.
100-277V or 347-480V operation. 0-10V dimming standard. Suitable for operation
in -40˚C to +50˚C ambient environments.

Mounting - Robust adjustable yoke bracket with mechanical aim-lock system can
be mounted directly to a surface or pole cross arms.

Dimensions

Type

Project

Catalog #

WATTAGE :

CHIP :

COLOR TEMP. :

CRI :

OPTICS :

VOLTAGE :

DIMMING :

MOUNTING :

FINISH :

IP RATING :

CERTIFICATION :

WARRANTY :

200W = 24000 LUMENS

6x3L, 150˚ - LUMILEDS, 6x3S - CREE

3000K, 4000K, 5000K

Ra>70 (STANDARD), Ra>80

150˚, 6x3L, 6x3S

  120-277V, 347-480V

0-10V

YOKE

GREY, BLACK 

WET LOCATION / IP65

cETLus, DLC

 5 YEARS

QUICK SUMMARY

 MODEL ALPENLED HIGHBAY/FLOOD

 LUMENS 
240L- 24000

TEMPERATURE
30K - 3000K
40K - 4000K
50K - 5000K

 

 

 

OPTICS
150 - 150˚

6X3L - 6x3 LONG
6X3S - 6x3 SHORT

FINISH
GY - GREY
BK - BLACK

   

 

 

  VOLTAGE 
UNV - 120-277V
347 - 347-480V

CRI
70 - 70+

(STANDARD)
80 - 80+

SERIES
HBFL - HIGH

  BAY/FLOOD
 

MOUNTING
Y - YOKE 

  MODEL 
A - ALPEN

 AHBFL

 

  

OPTION
V - VISOR

NV -NO VISOR

Proudly Canadian Company

V1

*Customization available upon contacting LuxLogic.

*All listed lumens are nominal, please refer to IES files for exact numbers.

HOUSING
H - HOUSING

NH - NO HOUSING

SPD
S - SPD

NS - NO SPD




