
Description

Electrical Specifications

Features

Certifications and Warranty

The Baylux 2 is a CCT & WATTAGE SELECTABLE LED 
linear high bay that is ideal for indoor environments such as 
warehouses, hallways, and supermarkets or other retail stores. 
It makes an ideal alternative to traditional HID or fluorescent 
luminaires in industrial, commercial, gymnasium or other 
applications.

Available Wattages: 130WS / 200WS / 270WS / 400WS
CCTS Selectable: 4000K / 5000K
Efficacy: 150 LM/W
Lumen Maintenance (hrs): >75,000 hrs
CRI: >80Ra
Power Factor: >0.98
Lifetime: L70 > 75000 hrs
Dimming: Continuous 0-10V Dimming
Operating Temperature: -20 ~ 50º C / -4 ~ 122ºF
Available Voltages: 120-277VAC (UNV) 
Input Lead Length: 18cm / 7.09”

Available in 1’ (135WS), 2’ (200WS), 3’ (270WS) or 4’ (400WS) 
sizes. Translucent diffuser with 93° beam angle provides soft, 
even light to the environment. PIR Occupancy Sensor Socket 
included (PIR sensor extra). Can be surface mounted or 
suspended (kit included)

DLC Premium, UL listed, and CE with 6 year warranty
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Product Information

Packaging

Code composition

135W (Selectable)
Installation:
Material:
Finish:
System power (W):
Fixture lumen output (lm):
System efficiency (lm/W): 
LED driver:
LED engine:

New weight lamp (kg/lb):
Gross weight carton (kg/lb):
Master carton dimensions (mm/in):
Quantity per carton:

Surface / Suspended
Steel 
White
100/115/135W
15000/17250/20250
150
Simon Power
Seoul

2.37 / 5.22
10.88 / 23.98
453 x 220 x 280 / 17.83 x 8.66 x 11.02
4

Series

Accessories

HB BL2 135WS-202.5LHigh Bay Baylux 2 135WS-20250lm
Model Mounting Wattage-Lumens

Optics CCT CRI Voltage Dimming Finish
CCTS UNV D WH804000K / 

5000K  
Selectable

120-277V 0-10V
Dimming

White80+ NA

PIR

OS

RC

EB

1F 1 Feet
Size

93 93D

SP 

CM

Suspended  
(Standard)

Surface Mount

No Accessories

Occupancy Sensor

Microwave Occupancy Sensor c/w Photocell

Remote Control

Emergency Battery

422mm/16.6”
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2”

45mm/1.8”
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Product Information

Packaging

Code composition

200W (Selectable)
Installation:
Material:
Finish:
System power (W):
Fixture lumen output (lm):
System efficiency (lm/W): 
LED driver:
LED engine:

New weight lamp (kg/lb):
Gross weight carton (kg/lb):
Master carton dimensions (mm/in):
Quantity per carton:

Surface / Suspended
Steel 
White
155/185/200W
23250/27750/30000
150
Simon Power
Seoul

3.29 / 7.26
14.07 / 31.02
612 x 220 x 280 / 24.09 x 8.66 x 11.02
4

Series

Accessories

HB BL2 200WS-300LHigh Bay Baylux 2 200WS-30000lm
Model Mounting Wattage-Lumens

Optics CCT CRI Voltage Dimming Finish
CCTS UNV D WH804000K / 

5000K  
Selectable

120-277V 0-10V
Dimming

White80+ NA

PIR

OS

RC

EB

2F 2 Feet
Size

93 93D

SP 

CM

Suspended  
(Standard)

Surface Mount

No Accessories

Occupancy Sensor

Microwave Occupancy Sensor c/w Photocell

Remote Control

Emergency Battery
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Product Information

Packaging

Code composition

270W (Selectable)
Installation:
Material:
Finish:
System power (W):
Fixture lumen output (lm):
System efficiency (lm/W): 
LED driver:
LED engine:

New weight lamp (kg/lb):
Gross weight carton (kg/lb):
Master carton dimensions (mm/in):
Quantity per carton:

Surface / Suspended
Steel 
White
200/230/270W
30000/34500/40500
150
Simon Power
Seoul

4.69 / 10.34
19.36 / 42.68
823 x 220 x 280 / 32.40 x 8.66 x 11.02
4

Series

Accessories

HB BL2 270WS-405LHigh Bay Baylux 2 270WS-40500lm
Model Mounting Wattage-Lumens

Optics CCT CRI Voltage Dimming Finish
CCTS UNV D WH804000K / 

5000K  
Selectable

120-277V 0-10V
Dimming

White80+ NA

PIR

OS

RC

EB

3F 3 Feet
Size

93 93D

SP 

CM

Suspended  
(Standard)

Surface Mount

No Accessories

Occupancy Sensor

Microwave Occupancy Sensor c/w Photocell

Remote Control

Emergency Battery
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Product Information

Packaging

Code composition

400W (Selectable)
Installation:
Material:
Finish:
System power (W):
Fixture lumen output (lm):
System efficiency (lm/W): 
LED driver:
LED engine:

New weight lamp (kg/lb):
Gross weight carton (kg/lb):
Master carton dimensions (mm/in):
Quantity per carton:

Surface / Suspended
Steel 
White
270/340/400W
40500/51000/60000
150
Simon Power
Seoul

6.19 / 13.34
13.37 / 29.48
1165 x 282 x 110 / 45.87 x 11.1 x 4.33
2

Series

Accessories

HB BL2 400WS-600LHigh Bay Baylux 2 400WS-60000lm
Model Mounting Wattage-Lumens

Optics CCT CRI Voltage Dimming Finish
CCTS UNV D WH804000K / 

5000K  
Selectable

120-277V 0-10V
Dimming

White80+ NA

PIR

OS

RC

EB

4F 4 Feet
Size

93 93D

SP 

CM

Suspended  
(Standard)

Surface Mount

No Accessories

Occupancy Sensor

Microwave Occupancy Sensor c/w Photocell

Remote Control

Emergency Battery

1122mm/44.2”
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Mounting Options

General Wiring Diagram

Emergency Battery (EB) (External)

Sensor

12VDC- Brown

LED Light Source

Red
Blue

Purple

Gray

Yellow

LED+
LED-

DIM+
DIM-

12VDC+

L
N

Black

White

Suspension kit (included)

Output power: 15W
Emergency time: 1.5 hrs
CUNV 120V-347V

Surface Mount
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Options Information
Sensor: ANT 5-4

Power Supply 12-24DC

Dim control output 0-10V, max. 50mA sinking current

Detection radius/angle 9.14m / 30' @ 12.19m / 40' Height/360º

Mounting height Max 12.19m / 40'

Remote range 14m / 50' indoor, no backlight

Humidity Max. 95% RH

Temperature -40ºC ~ 75ºC / -40º ~ 167ºF

=
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