
the vendor 
 occurred during shipping.

 and/or .


accordance   or 




electrical panel.


to  burns.

 Aircraft safety cables to be used whenever possible.

RISK OF ELECTRICAL SHOCK, FIRE, BURNS AND OTHER HAZARDS

Luxlogic Lighting Inc. assumes no liability for damages or losses of any kind that may arise from 
the improper installation, handling, storage, and/or maintenance of this product.

WARNING: ALL ELECTRICAL CONNECTIONS MUST BE DONE BY A QUALIFIED 
ELECTRICIAN AND MUST BE MADE EXTERNAL TO THE FIXURE/DRIVER COMPARTMENT. 
FAILURE TO DO SO VOIDS ALL WARRANTIES AND COULD RESULT IN COMPONENT 
DAMAGE AND PRE MATURE FIXTURE FAILURE.

PRE-INSTALLATION
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CHAMPION 2

VISOR INSTALLATION

WIRING DIAGRAM

400W/500W

750W/1000W/1200W

1. Place the visor on the lamp body.

2. Fasten visor to body using 5pcs of
M5*12mm screws provided

1. Place the visor on the lamp body.

2. Fasten visor to body using 6pcs of
M5*12mm screws provided

1
2

1
2
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YOKE MOUNT INSTALLATION

SLIP FITTER INSTALLATION

1. Place fixture on installed stand.

2. Attach the fixture by loosely fastening with M20 and M10 screws

3. Adjust the bracket and fixture to desired position, using angle
markings on yoke for horizontal aiming and angle markings on
arm for tilt aiming (fig 1.)

4. Fully tighten screws to complete installation.

1. Place fixture on light pole.

2. Fasten the screws to attach slip fitter to pole.

3. Adjust fixture to desired angle.

4. Lock screws on slip fitter bracket.

Fig 1.

Angle markings on arm for tilt aiming.

Angle markings on yoke for horizontal aiming.
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YOKE DIMENSIONS
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SLIP FITTER DIMENSIONS
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DRIVER BOX DIMENSIONS

WIRING

DRIVER BOX INSTALLATION

1200W ONLY

14
5m

m
/5

.7
"

420.7mm/16.56"

8.5mm/0.33"

33
.5

m
m

/1
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19
"
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468mm/18.43"

28
0.

5m
m

/1
1.

04
"

125mm/4.94"

145mm/5.7"

420.7mm/16.56"

L
N
G

1. Position the driver box on the pole.

2. Fasten driver box with M8 screws

3*14AWG/rubber Wire / L=2M 
(78.7")

3*14AWG/rubber Wire / L=1.1M(43.3")

Please Note:
Secondary cables required to connect 
fixture to driver box are not included. 
Contact factory for details.

Driver is IP66 rated.
Driver box is IP67 rated.

3*14AWG/rubber Wire / L=1.4M 

(55.12") ULCert/ Black White Green / c

ULCert/ Black White Green / c

CHAMPION 2

Sports Flood Light 

1 0 7 26 2023



1.
2.

e  
3.

Sports Flood Light 

1 0 7 26 2023


	Blank Page



