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MONO MONOPOINT SERIES 

Certifications and Warranty

 CE and cETL with 6 year warranty

Description 

The Mono is a high-performance 
architectural LED pendant designed to 
deliver high contrast accent or uniform 
ambient lighting. 
Unique segmented reflector and glare 
mitigating lens provides the highest 
quality in beam control and lighting 
performance. 
Versatile mounting to track or monopoint 
canopy with a 4’ field adjustable cord. 
Aluminum die-cast housing with rear heat 
vents maximizes heat dissipation 
resulting in cooler operation, longer life 
and improved performance. 

The LED driver integrated into the 
product body. 
The lumen output is based on 3000K 
(CRI80) LED COB. 

Inspiration 

Modern office lighting. 
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Product Information 20W 30W 
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Installation: 
Material: 
Finish: 
System power (W): 
Fixture lumen output (lm): 
System efficiency (lm/W): 
LED driver: 

Light source information 
LED typology: COB 
LED power consumption (W): 20 30 
Lumen output 3000K CRI 80 (lm): 2400 3600 
LED efficiency (lm/W): 120 120 

Packaging 
1.53 / 3.37 1.63 / 3.59 
27.80 / 61.29 29.60 / 65.26 
450x450x620 / 17.72x17.72x24.41 
18 18 

Net weight lamp (kg/lb): 
Gross weight carton (kg/lb): 
Master carton dimensions (mm/in): 
Quantity per carton: 

Code composition 
Series Model Wattage-Lumens Optics Temperature CRI 
MP Monopoint MN Mono 20W-20L 20W-2000lm 10 10D 30K 3000K 80 80+ 

23 23D 35K 3500K 90 90+ 
38 38D 40K 4000K 95 95+ 

Voltage Dimming Finish Lens Accessories 
120V 120V ND No dimming WH White CL Clear 

CK Canopy Cover with 5ft Cable Kit 
TD Triac Dimming BK Black FR Frosted TA Track Mounting Adaptor 

GR Grey 

NA No Accessories 

H(m)  Ena(lx)   D/B(M) 

2 4561.5 0.50/0.40 

4 1140.4 0.90/0.90 

6 506.8 1.40/1.30 

8 285.1 1.80/1.70 

10 182.5 2.30/2.20 

H(m)  Ena(lx)   D/B(M) 

2 2270.3 0.80/0.70 

4 567.6 1.60/1.40 

6 252.3 2.40/2.10 

8 141.9 3.30/2.80 

10 90.8 4.10/3.50 

H(m)  Ena(lx)   D/B(M) 

2 1158.7 1.20/1.30 

4 289.7 2.50/2.50 

6 128.7 3.70/3.80 

8 72.4 4.90/5.00 

10 46.3 6.20/6.30 

H(m)  Ena(lx)   D/B(M) 

2 4156.8 0.70/0.60 

4 1039.2 1.30/1.20 

6 461.9 2.00/1.80 

8 259.8 2.60/2.40 

10 166.3 3.30/3.10 

Code composition 
Series Model Wattage-Lumens Optics Temperature CRI 
MP Monopoint MN Mono 30W-30L 30W-3000lm 10 10D 30K 3000K 80 80+ 

23 23D 35K 3500K 90 90+ 
38 38D 40K 4000K 95 95+ 

Voltage Dimming Finish Lens Accessories 
120V 120V ND No dimming WH White CL Clear CK Canopy Cover with 5ft Cable Kit 

TD Triac Dimming BK Black FR Frosted TA Track Mounting Adaptor 
GR Grey NA No Accessories 

H(m)  Ena(lx)   D/B(M) 

2 6622.4 0.50/0.40 

4 1655.6 0.90/0.90 

6 735.8 1.40/1.30 

8 413.9 1.80/1.70 

10 264.9 2.30/2.20 

H(m)  Ena(lx)   D/B(M) 

2 1682.9 1.20/1.30 

4 420.7 2.50/2.50 

6 187.0 3.70/3.80 

8 105.2 4.90/5.00 

10 67.3 6.20/6.30 
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