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PALLET QUANTITIES

Linear Series | S.1

MULTISTRIP
CCT SELECTABLE & WATTAGE SELECTABLE

Description

Inline Connector

Electrical Specifications

Available Voltages

Certificates and Warranty

LuxLogic Lighting’s Multi Strip Light is BOTH CCT SELECTABLE 
(3500K/4000K/5000K) AND WATTAGE SELECTABLE with 4  
lumen outputs.
It is ideal for use in mezzanines, workshops, commercial garages 
and warehouse environments.
The Multi Strip Light has a 120-degree beam angle and a handy 
removable lens for quick cleaning. It has an efficacy of 130lm/W.
2FT, 4FT and 8FT lengths are available. The fixture is available with 
either a round (standard) or square PC lens (please consult factory).
They can be surface mounted or suspended. Suspension kit (SP) 
includes 2pcs 1m aircraft cables and 1 pc 1.5m black power cable. 
They can be connected for continuous runs by way of an IC (inline 
connector) accessory.
Operating temperature: -20 ~ 45ºC / -4 ~ 113ºF
IP20 Rated.
Optional integral microwave sensor.  

Wattage Selectable Options: 
2 ft: 15W/18W/22W/25W 
4 ft: 30W/36W/40W/50W 
8 ft: 60W/68W/72W/80W 
Efficacy: 130Lm/W
Standard cable length is 40cm/15”

120-347VAC 
Dimmable 0-10V 
Colour Rendering Index > 80

6 year warranty

CONTINUOUS RUNS


