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 Aircraft safety cables to be used whenever possible.

RISK OF ELECTRICAL SHOCK, FIRE, BURNS AND OTHER HAZARDS

Luxlogic Lighting Inc. assumes no liability for damages or losses of any kind that may arise from 
the improper installation, handling, storage, and/or maintenance of this product.

WARNING: ALL ELECTRICAL CONNECTIONS MUST BE DONE BY A QUALIFIED 
ELECTRICIAN AND MUST BE MADE EXTERNAL TO THE FIXURE/DRIVER COMPARTMENT. 
FAILURE TO DO SO VOIDS ALL WARRANTIES AND COULD RESULT IN COMPONENT 
DAMAGE AND PRE MATURE FIXTURE FAILURE.
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YOKE MOUNT INSTALLATION

SLIP FITTER INSTALLATION

SLIP FITTER SAFETY CHAIN INSTALLATION
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MOUNTING OPTIONS

YOKE
300-600W

SAFETY CHAINS
Two 1m (3.28’) galvanized safety 
chains are included with each fixture.

SLIP FITTER

429.40 [16.91 ]
406.00 [15.98 ]

269.00 [10.59 ]

471.34 [18.56 ]
65.00 [2.56 ]

80.00 [3.15 ]
Ø64.00 [Ø2.52 ]
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SLIP FITTER

517.01 [20.35 ]

516.00 [20.31 ]

315.00 [12.40 ]

539.40 [21.24 ]

Ø64.00 [Ø2.52 ]72.00 [2.83 ]
80.00 [3.15 ]

MOUNTING OPTIONS
700-1000W

YOKE
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