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Description 
Rome is a high-performance architectural 
LED track light designed to deliver high 
contrast accent or uniform ambient lighting. 

A unique segmented reflector and glare 
mitigation lens delivers the highest quality 
in beam control and lighting performance 
complete with an integrated driver. The 
Track Light comes with an adapter suitable 
for 3 Wire, 1 circuit Track. The Light head 
pivots through 90°and rotates through 355°. 
The housing is made of die-casting 
aluminum and is powder coated. 

Frosted Lens (Standard) and Clear glass 
Lens (Optional) are available. 

The lumen output is based on 3000K CRI > 
90

Power Factor: >0.9 (For All Wattages)

Available Wattages:   

10W(CCT Selectable) 
20W(CCT Selectable) 
30W(CCT Selectable) 

Certifications and Warranty 

CE and cETL with 5 year warranty 

White Version 

RAL reference: 9003 

Black Version 

RAL reference: 9005 

Grey Version 

RAL reference: 9006 
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ROME (CCT Selectable ) 
10W 

Product Information 10W 
Installation: Track 3 Wire, 1 circuits 
Material: Aluminum 
Finish: Powder coat 
System power (W): 10 
Fixture lumen output (lm): 900 
System efficiency (lm/W): 90 
LED driver: Integrated 

Voltage Dimming Finish Lens Accessories 
120V 120V TD Triac Dimming WH White FR Frosted (Standard) NA No Accessories 

BK Black CL Clear (Optional) HC Honey Comb 
GR Grey SNT Snoot 

15D-3000K-CRI90 24D-3000K-CRI90 36D-3000K-CRI90 

120V 

IP20 UGR 
<17 

Code composition 

Series  Model  Wattage-Lumens Optics Temperature CRI 
TR Track Light RO Rome 10W-9L 10W-900lm 15 15D CCTS 3000K 

3500K 
4000K 
Selectable 

90 90+ 
24 24D 
36 36D 

Light source information 
LED typology: COB 
LED power consumption (W): 10 
Lumen output 3000K CRI 80 (lm): 1200 
LED efficiency (lm/W): 

Packaging 

120 

Net weight lamp (kg/lb): 0.44 / 0.97 
Gross weight carton (kg/lb): 9.84 / 21.69 
Master carton dimensions (mm/in): 400x210x278 / 15.75x8.27x10.94 
Quantity per carton: 12 
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ROME (CCT Selectable) 
20W 

Product Information 20W 
Installation: Track 3 Wire,1 Circuits 
Material: Aluminum 
Finish: Powder coat 
System power (W): 20 
Fixture lumen output (lm): 1800 

System efficiency (lm/W): 90 
LED driver: Integrated 

120V 120V TD Triac Dimming WH White FR Frosted (Standard) NA No Accessories 

BK Black CL Clear (Optional) HC Honey Comb 

GR Grey SNT Snoot 

15D-3000K-CRI90 24D-3000K-CRI90 36D-3000K-CRI90 

45D-3000K-CRI90 60D-3000K-CRI90 

120V 

IP20 UGR 
<17 

Light source information
LED typology: COB 
LED power consumption (W): 20 
Lumen output 3000K CRI 80 (lm): 2400 
LED efficiency (lm/W): 120 

Packaging 
Net weight lamp (kg/lb): 0.82 / 1.81 
Gross weight carton (kg/lb): 14.5 / 32.12 
Master carton dimensions (mm/in): 440x335x370 / 17.32x13.19x14.57 
Quantity per carton: 12 

Code composition 

Series Model Wattage-Lumens Optics Temperature CRI 

TR Track Light RO Rome 20W-18L 20W-1800lm 15 15D CCTS 3000K 
3500K 
4000K 
Selectable 

90 90+ 
24 24D 
36 36D 
45 45D 

Voltage Dimming Finish Lens 

60 60D 

Accessories 



luxlogiclighting.com | 416-833-5515 toll free. 1-888-553-8003| info@luxlogic.ca  
Rev 6.0 7.10.2023 

ROME (CCT Selectable) 
30W 

Product Information 30W 
Installation: Track 2 Wire, 1 Circuits 
Material: Aluminum 
Finish: Powder coat 
System power (W): 30 
Fixture lumen output (lm): 2700 

System efficiency (lm/W): 90 

LED driver: Integrated 

Code composition 

Series Model Wattage-Lumens Optics Temperature CRI 
TR Track light RO Rome 30W-27L 30W-2700lm 15 15D CCTS 3000K 

3500K 
4000K 
Selectable 

90 90+ 

24 24D 
36 36D 
45 45D 
60 60D 

Voltage Dimming Finish Lens Accessories 
120V 120V TD Triac Dimming WH White FR Frosted (Standard) NA No Accessories 

BK Black CL Clear (Optional) HC Honey Comb 
GR Grey SNT Snoot 

120V 

IP20 UGR 
<17 

Packaging 
Net weight lamp (kg/lb): 1.25 / 2.76 

Gross weight carton (kg/lb): 17.76 / 39.15 

Master carton dimensions (mm/in): 440x335x370 / 17.32x13.19x14.57 
Quantity per carton: 12 

Light source information 30W 

LED typology: COB 

LED power consumption (W): 30 

Lumen output 3000K CRI 80 (lm): 3600 

LED efficiency (lm/W): 120 
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