
Instruction Manual

BEFORE USING THIS PRODUCT, CAREFULLY READ THOUGH MANUAL AND RETAIN IT FOR 
FUTURE REFERENCE. ECHO1USA AUTOMATIC ELECTRIC GUNS ARE INTENDED FOR AGES 18 
AND ABOVE. THIS PRODUCT MAY CAUSE SERIOUS INJURY IS MISUSED. FULL FACE PROTEC-
TION IS REQUIRED.

PSR
S N I P E R  R I F L E

FPS480



The PSR

Before using this product, carefully read though manual and retain it for future reference. Echo1usa spring guns are intended for ages 18 and above. This product 
may cause serious injury is misused. Full face protection is required.

Specifications

Weight

Barrel Length

Overall Length

Barrel Caliber

Ammo Capacity

BB Size

Feet Per Second

Battery Type

4.5 lbs

431 mm

1075 mm

6.06 mm

50 rounds

6 mm

480+ fps

N/A Bolt Action



Outer Barrel
Sling Lug 
Magazine Well

Orange Tip

Tampering with the orange tip will void all warranties.

Parts of the Gun

Trigger Guard
20mm Optic Mount

Sling Lug

Trigger

Stock Pad

Hop Up Slider 



Parts of the Gun

Bolt Handle
Safety Lever

Trigger

Tampering with the orange tip will void all warranties.



Assemble The PSR
To assemble the PSR you will have to open the box and pay special attention 
to the parts provided. 

Step 1. Locate the 2 screws and allen tool to assemble and the magazine 
catch parts.

Step 2: Assemble the Magazine Catch

Step 3:  Press the spring on the catch and 
its peg if needed.

Step 4: Insert the button into the hole in the 
catch. Make sure they have the same 
postion. 

Step 5: Install the combined magazine 
catch into the body of the PSR. The parts 
will pop into place. Check that the maga-
zine catch is able to spring back and forth.

Step 6: Now to join the reciever to the stock. Pivot the reciever back into the 
stock and press into place.

Step 7: Use the two provided screws to secure the two main parts together.  



Fire Control

                    SAFETY ON
Trigger is secure and cannot fire

                          SAFETY OFF
Gun will fire when the trigger is pulled

How to use the Magazine
Avoid  getting dirt and debris into the magazive this can cause it to malfunction.
Only use Echo1USA BBs into your Echo1USA Airsoft Rifle. The use of .12g or 
‘low grade’ BBs will damage your Airsoft Rifle and VOID the warranty.

1. Open the BB speed loader. Press the speed loader into the magazine. 

The magazine will only hold 18 BBs. Loading more will damage the internals and 
cause a jam. Use some silicone oil to ensure smoother feeding.

BB Entrance

BB Stop Lever

2. Press the plunger down to load 18 BBs into the magazine.

The safety lever is located on the right side of the bolt. The lever clicks forward and 
back in place. Keep the PSR in SAFE mode until you are ready to fire.



Shooting The PSR PSR Tuning 
The PSR is a bolt action rifle meaning that you will have to operate the bolt to 
prime the rifle and load a BB for each shot.

The PSR has some tuning features to enhance the shooting experience.

Step 2: Lift up on the bolt handle from the end of the handle. Once the 
handle is up it is clear of the stock and able to be pulled backwards.

You can use a 2mm allen key to tighten or loosen the set screw for the 
options.
The trigger pull adds more spring pressure. Do not over tighten.
The stroke is the distance you pull the trigger before it fires. Slowly tighten 
and the trigger will move. You have a circluar window to inspect the trigger 

Step 1: Keep the PRS in SAFE mode.

Step 3: Pull the bolt straight back and it will click and lock into place. If you 
do not pull all the way back and lock in place it will slam forward. Leave the 
bolt handle up and do not rotate while it is im mid cylce. 

Step 4:  Push the bolt forward and rotate down to lock in place.  The PSR is 
now loaded and ready to fire.

Step 5: Once you have a target you can turn safety off of the PSR and fire.



Hop Up Unit Adjustment Hop Up Unit Cleaning
The Hop Up Unit adds a back spin to the BB to allow a longer flight path. 
Before use please do so in a safe location and make  sure nobody is behind 
the target. When using different weight BBs you will have to make adjust-
ments. When not is use please turn the Hop Up Unit off.

1. Spray silicone oil into the hop up chamber from the wagwell for .5 sec. 
and fire 1-2 BBs to oil  inner barrel and hop up parts.
2. Fire 2 shots with magazine removed to clear gun of BBs.
3. With a twisting motion gently push the cloth and rod down the barrel.
 repeat 2-3 times until clean
NOTE: 
You can apply silicone oil directly to the cloth as well.
If there is too much oil in barrel the BB trajectory will be unstable

How to clean the inner barrel. 
Turn Hop Up Unit OFF - Remove Magazine

How to unjam the gun.    
Turn Hop Up Unit OFF - Remove Magazine

1. Use the Angled end of the cleaning rod to push the BB backwards and 
out through the Hop Up Unit.
2. Make sure to have the angled end facing down and silicone oil will help 
loosen the BB.
NOTE:
If you continue to fire the gun with a jam you will cause more damage.

Cut the cloth or paper towel in the size as shown above.  Fold the material to 
fit through the loop. Adjust the length of the material to smoothly enter the 
barrel. otherwise too much material will get jammed in the inner barrel and 
can cause the hop up bucking to get out of place.

Step 1. Locate the Hop Up unit slider tab in the middle of the PSR and on 
the left side of the rifle.

Step 2. Slide the hop up adjuster tab back towards the trigger to add more 
hop effect. Sliding forward will turn off the hop up unit.

Only use Echo1USA BBs into your Echo1USA Airsoft Rifle. The use of .12g or 
‘low grade’ BBs will damage your Airsoft Rifle and VOID the warranty.

Operational Tip: If the hop up unit is all the way off the BB might not be held 
in place and could fall out the end of the barrel. This is normal and you will 
need to add a little hop up to hold.


