
Reflective Spray
PEELABLE
for Hard Surfaces

NET WT. 11 OZ  (311 g)

Type S™ Reflective Spray is a semi-transparent 
coating that reflects light for customization and safety.  
Product will reflect or illuminate under direct light. 
Ideal for use on any hard surface such as wheels or a 
helmet.  When applied correctly, product can be 
peeled off to remove or create designs.  
PREPARATION
Use outdoors or with adequate ventilation.  Do not 
use near open flame.
For best results avoid sunlight, humidity above 85%, 
or breezy conditions. Use only when temperature of 
material and surfaces are between 68°F- 83°F (20°C - 
28°C).
Remove all dirt, grease, oil, salt and chemical 
contaminants by washing the surface with a 
commercial detergent or degreaser.  Wipe with 
isopropyl alcohol and allow to dry completely. 
APPLICATION
First Coat
• Shake spray can vigorously for one full minute. 
   Do not strike the can. 
• Hold spray can between 10” and 12” from surface, 
   moving can back and forth slightly overlapping 
   each stroke. Apply THIN coat to create a porous 
   finish. Be sure that the entire surface is covered.
• Let coat set for 10 minutes.
• Turn can upside down and spray for 3 seconds to 
   avoid clogged nozzle.
Second Coat
• Shake spray can often while applying.
• Hold spray can between 10” and 12” from surface, 
   moving can back and forth slightly overlapping 
   each stroke. Apply THICK coat with an even, wet 
   appearance. Move spray can closer to the surface 
   if needed.  If runs or sags are experienced, move 
   can further away from surface. 
• Allow coat to set for 15 minutes then repeat steps 
   again to achieve a minimum of 4 coats.
• Coating will be completely dry in 4 hours.
Clean valve immediately after each use by turning 
can upside down and depressing the spray button 
for 3-5 seconds (some paint will spray out). If 
clogged, remove nozzle and soak in naphtha. Do 
not stick pin or other objects into spray can.
Clean up wet product with soft soap or alcohol if 
needed. Never use soap that contain wax.
If product doesn’t remove easily use naphtha, 
xylene (xylol), or toluene (toluol) to dissolve it.

BE CAREFUL WITH TOXIC PRODUCTS. ALWAYS TRY ON 
A SMALL AERA AND USE WITH PRECAUTION. 
IMMEDIATELY WASH HANDS AFTER USE.
Check local laws for proper disposal of spray can.
For further details and tips please visit 
www.typesauto.com
CONTENTS HARMFUL. DANGEROUS FUMES FORM 
WHEN MIXED WITH OTHER PRODUCTS. MAY IRRITATE 
SKIN. MAY IRRITATE EYES. CONTENTS MAY CATCH 
FIRE. FUMES MAY CATCH FIRE. CONTAINER MAY 
EXPLODE IF HEATED.
Do not swallow. Do not get in eyes or on skin or 
clothing. Do not smoke around product. Do not 
puncture. Do not burn. Do not store at temperature 
above 120°F. Keep out of reach of children. Wear a 
vapor respirator and safety glasses when applying. 
Use only in a well-ventilated area. Keep away from 
flames, such as a pilot light, and any object that sparks, 
such as an electric motor. Store away from heat.
FIRST AID TREATMENT:
Contains Propane, VM&P Naphtha, Heptane, 
N-Butane, Xylene, Methyl Ethyl Ketone, Methyl 
n-Amyl  Ketone, and Ethylbenzene. If swallowed, call 
a Poison Control Centre or doctor immediately. If in 
eyes or on skin, rinse well with water for 15 minutes. If 
on clothes, remove clothes. If breathed in, move 
person into fresh air.
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MADE IN CHINA

WARNING: Cancer and Reproductive Harm - 
www.P65Warnings.ca.gov.

DANGER! EXTREMELY FLAMMABLE. VAPOR HARMFUL. 
VAPORS MAY CAUSE FLASH FIRE. CONTENTS UNDER PRESSURE.
SEE OTHER CAUTIONS ON BACK PANEL. 
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