PACKAGE CONTENTS
2 x 12" Ultra Bright LED Glow Tube
36" Twin cable with 12V power adaptor
2 x 24" Hardwire cable

INSTALLATION
- Choose your desired location. (see suggestions above)
- Clean surface thoroughly with isopropyl alcohol.
- Peel off the 3M™ tape backer and carefully apply to the desired area.
Note:
- For use with 12V power only
- Suitable temperature for installation is 70°F (21°C) or above.

POWER
Two Power options available
a) 12V Plug-in power adapter
b) 12V Hardwire
1) Select your desired power connection and connect the LED Glow Tube with the connector as shown.
2) Use arrow indication to match the correct direction.

WARNING
- do not install or use product if it, in any way, impairs the safe operation of your vehicle.
- Follow manufacturer’s instructions to ensure the product is properly & safely installed. Neither the manufacturer nor the reseller can be held responsible or liable for consequential, incidental, or indirect damages, either personal or property resulting from the installation or improper use of this product. Check your state or provincial laws before installing. This product is not DOT approved and is designed for intended use only (for interior cabin). Not for use in extreme temperature such as under hood applications.

WARNING: This product can expose you to chemicals including DEHP, which is known to the State of California to cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

POWER CONTINUED
3a) Plug into any 12V power socket
3b) Connect to 12V fused power source while engine off. White wire + and black wire -

FLEXIBILITY
LED Glow Tube can bend up and down (vertical), DO NOT bend it left or right (horizontal).

Visit www.winplus.com to learn more

OTHER SUGGESTED PRODUCTS
- 48" Smart Lighting Deluxe Kit
- 72" Exterior Smart Lighting Kit