WARNINGs

1. SAVE THESE INSTRUCTIONS-This manual contains important safety and operating instructions.
2. Before using this product, read all instructions and cautionary markings.

CAUTIONs

1. Choose a suitable mounting location for the Flood / Spot Light. Make sure the location is strong enough to hold the Light.
2. Do not install or use product if it, in any way, impairs the safe operation of your vehicle.
3. Do not operate with damaged Flood / Spot Light – replace it immediately.
4. Do not operate Flood / Spot Light if it has received a sharp blow, been dropped, or otherwise damaged in any way, take it to a qualified serviceperson.
5. Do not do service on a Flood / Spot Light, take it to a qualified serviceperson when service or repair is required. Incorrect reassembly may result in a risk of electric shock or fire.
6. To reduce risk of electric shock, unplug Flood / Spot Light before attempting any maintenance or cleaning. Turning off controls will not reduce this risk.

CUTpoNENTS

-1 x 2” Flood / Spot Light
-1 x Flood Beam Lens
-1 x Set of MS Screw with Nut, Spring Washer and Flat Washer
-2 x Allen Keys
-2 x 3.5" Drill Bits
-2 x 3" Drill Bits
-2 x 2" Drill Bits
-2 x 1.5" Drill Bits
-1 x 1" Drill Bit
-1 x 0.5" Drill Bit
-1 x 0.35" Drill Bit
-1 x 0.25" Drill Bit
-1 x 0.15" Drill Bit
-1 x 0.10" Drill Bit
-1 x 0.08" Drill Bit
-1 x 0.06" Drill Bit
-1 x 0.04" Drill Bit
-1 x 0.02" Drill Bit

TERRA PRO

Terra Pro 2” FLOOD / SPOT LIGHT

1. Installation

a. Loosen the Front Screws with the 2.5mm Allen Key.
b. Remove the Front Screws and Mountings.
c. Insert the Bezel Screws.
d. Reinstall the Mountings and tighten the Front Screws.

2. Wiring

- Red wire (+) positive, driving light
- Black wire (-) negative, ground connection

3. Specifications

- Working Voltage: DC 12-24V
- LED Power: 18W
- Color Temperature: 6,500K Super White
- Max Lumens: 1,800LM
- Effective Lumens: 850LM
- Housing IP Rating: IP67
- Beam Type: Spot / Flood
- Wire connection: Black wire (-) negative, ground connection
- Red wire (+) positive, driving light
- Fuse light at power source
- Use 16-14 gauge wire

4. Warranty

TYPE S LIMITED WARRANTY

1. Warranty period: 2 years from the date of original purchase. Where permitted by law, TYPE S’s liability shall be limited to the repair or replacement of the product, without charge for parts or labor subject to the following conditions:

a. All repairs must be performed by TYPE S.

2. Warranty Claims

a. All warranty claims must be accompanied by a copy of the sales receipt or bill of sale.

b. Claims must be accompanied by a copy of the sales receipt or bill of sale indicating the date of purchase.

3. Replacement of parts is excluded from warranty when replacement is necessary due to normal wear and tear.

4. Repair or replacement parts supplied by TYPE S under this warranty for any reason, including but not limited to, defects in material or workmanship, are warranted for the unexpired portion of the original warranty.

5. Warranty Period:

a. The warranty period is 2 years from the date of original purchase.

6. This warranty shall be the exclusive remedy of the purchaser and TYPE S makes no other warranty of any kind aside from the limited express warranty stated above.

NOTE:

- Warranty only applies for North American customers of purchases made in North America.

CONDITIONs OF WARRANTY

1. Warranty period: 2 years from the date of original purchase. Where permitted by law, TYPE S’s liability shall be limited to the repair or replacement of the product, without charge for parts or labor subject to the following conditions:

a. All repairs must be performed by TYPE S.

2. Warranty Claims

a. All warranty claims must be accompanied by a copy of the sales receipt or bill of sale.

b. Claims must be accompanied by a copy of the sales receipt or bill of sale indicating the date of purchase.

3. Replacement of parts is excluded from warranty when replacement is necessary due to normal wear and tear.

4. Repair or replacement parts supplied by TYPE S under this warranty for any reason, including but not limited to, defects in material or workmanship, are warranted for the unexpired portion of the original warranty.

5. Warranty Period:

a. The warranty period is 2 years from the date of original purchase.

6. This warranty shall be the exclusive remedy of the purchaser and TYPE S makes no other warranty of any kind aside from the limited express warranty stated here.

DISCLAIMERS OF WARRANTIES, INCLUDING LIABILITY FOR MERCHANDABILITY AND FITNESS FOR SPECIFIC PURPOSE

1. All warranties, whether expressed or implied, are hereby disclaimed, subject to the limitations set forth in this limited express warranty. Any implied warranties which are so disclaimed shall be the exclusive remedy of the purchaser and TYPE S makes no other warranty of any kind aside from the limited express warranty stated above.

2. Neither TYPE S, its parent corporation, nor any affiliate has any liability for any decision, action taken based on information furnished by or on behalf of TYPE S or relying on the stability or performance of the Flood / Spot Light.

3. Neither TYPE S, its parent corporation, nor any affiliate has any liability for any consequences of any kind, including any property damage, personal injury and/or loss of life. Neither shall TYPE S and/or its affiliates be liable for any decision, action taken based on information furnished by or on behalf of TYPE S or relying on the stability or performance of the Flood / Spot Light.

4. TYPE S makes no other warranty of any kind aside from the limited express warranty stated above.

5. This product is intended solely for off road purposes. Manufacturer and Seller assume no liability for installation or use, which are solely the responsibility of the purchaser.

6. This product is not DOT approved and is designed and intended for off road use only.

A WARNING: This product can expose you to chemicals including DEHP and DINP, which are known to the State of California to cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

578-0656_V1