


REMOVAL OF STOCK SYSTEM: 

1. Remove right foot peg, snap ring and rear brake lever 

2. Loosen head pipe heat shields and remove exhaust flange nuts. 
Retain the nuts for new system installation. 

3. Unbolt the head pipe clamps from engine and transmission. 

4. Remove the bolts holding the rear muffler to the bracket and 
the front muffler to the engine. 

5. Carefully remove the stock exhaust flanges from the head 
pipes by removing the snap rings. Retain for new system 
installation. Note: Inspect and replace snap rings if cupped or 
twisted. Use HD part# 65325-83A. 

6. The exhaust gaskets should be replaced to achieve proper fit 
and seal. Replacement gaskets are available from your Harley-
Davidson dealer, part# 65324-83A. 

SYSTEM INSTALLATION: 

1. 1986 through mid 1987 models, install rear brake stop bracket 
supplied with this system. (See figure 1)                                         
NOTE: Models produced after mid 1987 have an integrated 
brake stop on the bike. 

2. 1995 models, remove OEM muffler bracket and install 3/8” 
spacers (supplied) between the bracket and the frame. 

3. Install stock flanges onto head pipes using the stock snap 
rings.  

4. Install head pipe into ports and secure using the stock flange 
nuts. DO NOT TIGHTEN COMPLETELY! 

5. Install T-bolt clamp onto the inlet of the muffler and slide onto 
the head pipe at the collector. Install the rear mounting bolt. 
DO NOT TIGHTEN COMPLETELY! 

6. Align the system making sure there is clearance between the 
rear head pipe, transmission case and brake pedal. Tighten all 
fasteners and clamps by evenly tightening the flange nuts at 
the ports, then the T-bolt clamp on the muffler inlet, and 
finishing with the mounting bolt. 

7. Install rear brake lever, snap ring and foot peg.                          
NOTE: Before riding, adjust the rear brake pedal and plunger 
stop to the specifications in your service manual. 

8. Clean the entire exhaust surface with glass cleaner or a mild 
detergent to remove finger prints and other oils prior to 
starting. Failure to do so will leave permanent stains in the 
painted surface. 

 

IMPORTANT: CHECK AND RETIGHTEN ALL FASTENERS AFTER 
THE FIRST COUPLE OF RIDES, THEN AT EACH SCHEDULED 
MAINTENANCE. 

  

TUNING TIPS: 

For maximum performance gains, we suggest using a free-flowing 
air filter  kit with this exhaust system.  As always, making 
performance modifications may affect the fuel delivery system of 
your motorcycle.  It is recommended by Lowbrow to have your 
fuel delivery system tuned to ensure maximum performance and 
reliability.  This work should always be performed by a certified 
technician. 

 

We DO NOT suggest removing the muffler packing material to “get 
more noise”. Removing the packing will result in a loss of power, 
discoloration of the muffler finish, and potential failure of the 
mechanical core components. 
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