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Thin Wall Heat Shrink Tubing
Specifications 1-877-FERRULE (337-7853) 

ferrulesdirect.com

Physical Properties
Applicable Standards: UL 224 VW-1, File #: E203950
Material: Cross-linked, thermally stabilized flame 
retardant polyolefin
Longitudinal Shrinkage: <5%
Tensil Strength: 10.4Mpa
Breakdown Voltage: ≥15KV/mm
Volume Resistivity: 1.0 x 1014 Ω.cm
Break Point Elongation: ≥300%
Water Absorbtion: <0.2%
Flammability: UL 224
UV Stability: All Range

Flame Retardant Polyolefin
Operating Temp: -45 to 125°C
Shrinking Temp: >70°C
Voltage Rating: 600V

Product Description
Heat shrink tubing is ideal for producing a quick 
and reliable electrical insulation. It can also be 
used for waterproofing a connection or wire 
marking.
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Size (inch/mm)
Before Shrinking (mm) After Recovery (mm)

Wire Size (mm)
Inside Diameter Wall Thickness Inside Diameter Wall Thickness

3/64” (1.19mm) 1.5±0.2 0.20±0.05 ≤0.65 0.36±0.10 0.75 ~ 0.9 
20 AWG ~ 18 AWG

1/16” (1.58mm) 2.0±0.2 0.20±0.05 ≤0.85 0.36±0.10 0.95 ~ 1.4
18 AWG ~ 16 AWG

3/32” (2.38mm) 2.5±0.2 0.20±0.05 ≤1.00 0.45±0.10 1.1 ~ 1.8
18 AWG ~ 16 AWG

1/8” (3.17mm) 3.5±0.2 0.23±0.05 ≤1.50 0.45±0.10 1.6 ~ 2.7
16 AWG ~ 14 AWG

3/16” (4.76mm) 5.0±0.2 0.28±0.05 ≤2.30 0.56±0.10 2.35 ~ 4.0
14 AWG ~ 12 AWG

1/4” (6.35mm) 6.5±0.2 0.28±0.05 ≤3.00 0.56±0.10 3.1 ~ 5.4
12 AWG ~ 10 AWG

3/8” (9.52mm) 9.5±0.3 0.30±0.08 ≤4.50 0.56±0.10 4.7 ~ 8.0
12 AWG ~ 10 AWG

1/2” (12.7mm) 12.5±0.3 0.30±0.08 ≤6.00 0.56±0.10 6.2 ~ 11
10 AWG ~ 8 AWG

3/4” (19.05mm) 19.0±0.5 0.35±0.10 ≤9.00 0.70±0.10 9.3 ~ 17
8 AWG ~ 6 AWG

1.0” (25.4mm) 26.0±0.5 0.45±0.12 ≤12.50 0.90±0.15 12.8 ~ 24
6 AWG ~ 4 AWG

1.25” (31.75mm) 31.5±1.0 0.45±0.12 ≤15.00 1.00±0.15 16 ~ 29
6 AWG ~ 4 AWG

1.50” (38.1mm) 41.5±1.0 0.50±0.12 ≤20.00 1.00±0.15 21 ~ 39
4 AWG ~ 2 AWG

2.00” (50.8mm) 51±2.0 0.50±0.12 ≤25.00 1.00±0.15 26 ~ 49
4 AWG ~ 1 AWG


