Notes:
1. Maximum Electric Current: AWG |22)20|1816
AMP 131417110
2. Maximum Electrical Rating: 105° 600 Volts Max.
3. Insulation Material: Vinyl 4.8+0.20
4. Insulation Color: Red
5. Terminal Material: Brass T\
6. Wire Range: 22-16 AWG (0.5-1.5mm?) S | | |
7. Terminal Surface Treatment: Tin Plated <+DI : Q :
8. Nema Tab: 0.020” x 0.187” (0.5mm X 4.75mm) 1N | I
9. Double Crimp \O : JI :
10. Terminal Thickness: 0.50mm S \/\_ - _/\J
Standard (Metric) Tolerances T Ne—;
(Unless Otherwise Specified) @© ] [

0.78” (19.8mm) ) I L

0.41” (10.5mm) 0 > 6mm * 0.20 o 1

0.26” (6.5mm) 6> 18mm + 0.30 9

» Tp / 4(
0.19” (4.8mm) 18 > 30mm + 0.40 S 7]
0.07” (1.7mm) 30 > 75mm # 0.50 -
0.16” (4mm)
Male Vinyl Insulated
CATEGORY Double Crimyp Disconnects 4/1 #1./%0.20
84.0+0.30
PART # MDD1-187(5) 12

MATERIAL Tin-Plated Brass

2N
fé\

10F2 @

FerrulesDirect




