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MPGamma Stainless Steel Enclosures
Specifications 1-877-FERRULE (337-7853) 

ferrulesdirect.com

Features
•	 Watertight boxes made in AISI 304L (Wnr 1.4307) 

stainless steel
•	 Welded and finished corners
•	 Polyurethane seal
•	 Galvanized sheet metal wiring plate 20/10 thick
•	 Stainless steel screws
•	 Internal M6x16 stainless steel threaded stud 

bolts on the door and body of the box
•	 Internal M6 threaded spacers on the body for 

wiring plate fixing
•	 M6 threaded holes on rear for wall fixing

Product Description
The CPN series are small to large 
sized enclosures made entirely of 
stainless steel. They offer maximum 
protection to the installed
components.

Certifications
•	 IP66-IP67-IP69K-IK10 protection rating 

certified by TÜV SUD in accordance with EN 
62208

•	 TYPE 1, 12, 4, 4X (cULus) protection rating in 
accordance with UL50, 508A, 746C and CSA 
22.2 No14,94

•	 Welding process qualified in accordance with 
15614-1:2012 WPQR  
(Welding Procedure Qualification Record)
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Part #
External Dimensions (mm/inch) Wiring Plate (mm/inch) Features

W H D X Y Closure Points Fixing Points Hinges

CPN303021 300 / 11.8 300 / 11.8 210 / 8.26 240 / 9.44 266 / 10.4 1 4 2

CPN303821 300 / 11.8 380 / 14.9 210 / 8.26 240 / 9.44 346 / 13.6 1 4 2

CPN304521 300 / 11.8 450 / 17.7 210 / 8.26 240 / 9.44 416 / 16.3 2 4 2

CPN383021 380 / 14.9 300 / 11.8 210 / 8.26 346 / 13.6 240 / 9.44 1 4 2

CPN383821 380 / 14.9 380 / 14.9 210 / 8.26 320 / 12.6 346 / 13.6 1 4 2

CPN386021 380 / 14.9 600 / 23.6 210 / 8.26 320 / 12.6 566 / 22.2 2 4 2

CPN405021 400 / 15.7 500 / 19.6 210 / 8.26 340 / 13.3 466 / 18.3 2 4 2

CPN453021 450 / 17.7 300 / 11.8 210 / 8.26 416 / 16.3 240 / 9.44 1 4 2

CPN454521 450 / 17.7 450 / 17.7 210 / 8.26 390 / 15.3 416 / 16.3 2 4 2

CPN454525 450 / 17.7 450 / 17.7 250 / 9.84 390 / 15.3 416 / 16.3 2 4 2

CPN456021 450 / 17.7 600 / 23.6 210 / 8.26 390 / 15.3 566 / 22.2 2 4 2

CPN456025 450 / 17.7 600 / 23.6 250 / 9.84 390 / 15.3 566 / 22.2 2 4 2

CPN507025 500 / 19.6 700 / 27.5 250 / 9.84 440 / 17.3 666 / 26.2 2 4 2
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Part #
External Dimensions (mm/inch) Wiring Plate (mm/inch) Features

W H D X Y Closure Points Fixing Points Hinges

CPN507025 600 / 23.6 380 / 14.9 210 / 8.26 566 / 22.2 390 / 15.3 2 4 2

CPN604525 600 / 23.6 450 / 17.7 250 / 9.84 566 / 22.2 390 / 15.3 2 4 2

CPN606025 600 / 23.6 600 / 23.6 250 / 9.84 540 / 21.2 566 / 22.2 2 4 2

CPN607525 600 / 23.6 750 / 29.5 250 / 9.84 540 / 21.2 716 /   28.1 2 4 3

CPN607530 600 / 23.6 750 / 29.5 300 / 11.8 540 / 21.2 716 / 28.1 2 4 2

CPN757530 750 / 29.5 750 / 29.5 300 / 11.8 690 / 27.1 716 / 28.1 2 4 3

CPN7510030 750 / 29.5 1000 / 39.3 300 / 11.8 690 / 27.1 966 / 38.0 2 6 3

CPN8012030 800 / 31.4 1200 / 47.2 300 / 11.8 740 / 29.1 1166 / 45.9 2 6 3

CPN10012030 1000 / 39.3 1200 / 47.2 300 / 11.8 940 / 37 1166 / 45.9 2 6 3
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MPGamma Stainless Steel Push Button Panels
Specifications

Features
•	 Watertight boxes made in AISI 304L (Wnr 1.4307) 

stainless steel
•	 Welded and finished corners
•	 Polyurethane seal
•	 Ø 22.5mm drillings on the cover for push-button 

panel mounting
•	 M4 S/S leak-proof cover-body’s clamping screws
•	 Internal M5x15 stainless steel threaded stud 

bolts on the cover
•	 Internal M5 threaded spacers on the body for 

wiring plate fixing or DIN bar fixing
•	 M5 threaded holes on rear for wall fixing

Product Description
The SPN series are small to medium 
sized push button panels made entirely 
of stainless steel. They offer maximum 
protection to the installed
components.

Certifications
•	 IP66-IP67-IP69K-IK10 protection rating 

certified by TÜV SUD in accordance with EN 
62208

•	 TYPE 1, 12, 4, 4X (cULus) protection rating in 
accordance with UL50, 508A, 746C and CSA 
22.2 No14,94

•	 Welding process qualified in accordance with 
15614-1:2012 WPQR  
(Welding Procedure Qualification Record)
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Part #
External Dimensions Wiring Plate Features

W H D X Y Closure Points Fixing Points Hinges

SPN10109 100 / 3.93 100 / 3.93 90 / 3.54 - - 4 2 1

SPN10169 100 / 3.93 160 / 6.29 90 / 3.54 70 / 2.75 135 / 5.31 4 2 2

SPN10229 100 / 3.93 220 / 8.66 90 / 3.54 70 / 2.75 195 / 7.67 4 2 3

SPN151612 150 / 5.90 160 / 6.29 120 / 4.72 120 / 4.72 135 / 5.31 4 2 4

SPN152212 150 / 5.90 220 / 8.66 120 / 4.72 120 / 4.72 195 / 7.67 4 2 6
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MPGamma Stainless Steel Junction Boxes
Specifications

Features
•	 Watertight boxes made in AISI 304L (Wnr 1.4307) 

stainless steel
•	 Welded and finished corners
•	 Polyurethane seal
•	 M4 S/S leak-proof cover-body’s clamping screws
•	 Internal M5x15 stainless steel threaded stud 

bolts on the cover
•	 Internal M5 threaded spacers on the body for 

wiring plate fixing or DIN bar fixing
•	 M5 threaded holes on rear for wall fixing

Product Description
The SDN series are small to medium 
sized enclosures made entirely of 
stainless steel. They offer maximum 
protection to the installed
components.

Certifications
•	 IP66-IP67-IP69K-IK10 protection rating 

certified by TÜV SUD in accordance with EN 
62208

•	 TYPE 1, 12, 4, 4X (cULus) protection rating in 
accordance with UL50, 508A, 746C and CSA 
22.2 No14,94

•	 Welding process qualified in accordance with 
15614-1:2012 WPQR  
(Welding Procedure Qualification Record)
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Part #
External Dimensions Wiring Plate Features

W H D X Y Closure Points Fixing Points

SDN151612 150 / 5.90 160 / 6.29 120 / 4.72 120 / 4.72 135 / 5.31 4 2

SDN152212 150 / 5.90 220 / 8.66 120 / 4.72 120 / 4.72 195 / 7.67 4 2

SDN202212 200 / 7.87 220 / 8.66 120 / 4.72 170 / 6.69 195 / 7.67 4 2

SDN303415 300 / 11.8 340 / 13.3 150 / 5.90 270 / 10.6 315 / 12.4 4 2

*SDN404015 400 / 15.7 400 / 15.7 150 / 5.90 370 / 14.5 375 / 14.7 6 4

*SDN404015 Drawing


