
SAND BOTTLE INSTALLATION GUIDE

PART 1 
SAND 
BOTTLE

PART 2 CROSSBAR

1. Remove the 2 sand bottle parts from the packaging and protective wrapping. 

2. Release the lever on the chassis’ undercarriage. (See diagram 1) 
3. Insert the crossbar into the LEFT HAND SIDE ONLY of the chassis. (See diagram 2) 

4. The crossbar should not protrude from the left side of the chassis. (See diagram 2) 

5. The crossbars screw should face downwards towards the ground. (See diagram 3) 

6. Attach the sand bottle to the end of the crossbar. (See diagram 3) 

7. Re-engage the lever on the chassis’ undercarriage to secure the crossbar in place. (See diagram 4) 
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Diagram 3
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For more information visit the Zip Sand Bottle 
product page on the MGI website or visit our 
YouTube page for instructional videos.
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This product comes with a 1 year warranty against defects.

Our goods come with guarantees that cannot be excluded under 
Consumer Law. You are entitled to a replacement or refund for a major 
failure and for compensation for any other reasonably foreseeable loss 
or damage. You are also entitled to have the goods repaired or replaced 
if goods fail to be of acceptable quality and the failure does not amount 
to a major failure. This warranty is in addition to other rights and remedies 
available to the consumer under Consumer Law. The consumer is 
responsible for expenses associated with a warranty claim. To make a 
warranty claim, cease using the goods immediately and contact MGI 
directly. Proof of purchase is mandatory.

LIMITED WARRANTY


