
NOTE:
Pilot System headsets should not be stored
in temperatures exceeding 40°C (104°F)
and they should not be left in direct sunlight
for any period of time.

Subjecting the headset to temperatures
above 40°C may damage the plastic
component parts and, in particular, the liquid-
ring ear seals.

INSTALLATION INSTRUCTIONS

READ THIS INFORMATION CAREFULLY BEFORE
ATTEMPTING TO USE THIS ITEM OF EQUIPMENTIMPORTANT
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MICROPHONE:
The microphone is mounted on the end of a
flexible boom arm and is protected from the
elements by a foam windshield.

A flat area on the windshield indicates where
the sound should enter the microphone and
must always face directly towards the mouth.
For best results the flat area should also be
positioned as close as possible to the lips but
without actually touching.

The microphone capsule itself may be rotated
on the end of the microphone boom to ensure
alignment with the flat area on the windshield.
For reference, the voice entry side of the
microphone is marked with a white dot.

Once the boom arm has been set in position
it may be swung out of the way and returned
to the same position by simply rotating it about
the boom mounting.

The Pilot System headset is designed
specifically for use in light aircraft and
helicopters.

The headset is fitted with interchangeable
leads which can be swapped easily for use
in different aircraft.

Leads are available for connection to a wide
range of general aviation intercom
equipment.

HEADSET FITTING:
The headset headband is adjustable to allow
for variations in head shape and size.
Adjustment is made possible by the inclusion
of sliders at the connection between the
headband and the ear defender.

The simplest means of fitting correctly is to
place the headset on the head and then
slide the ear defenders downwards until they
completely cover the ears.
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VOLUME ADJUSTMENT:
The headset is fitted with a volume control which
allows the speaker output to be adjusted.

Correct setting of the volume control is
important in order to minimise the amount
of extraneous background noise reaching
the ears and to compensate for differences
in individual hearing sensitivity.

To obtain the best noise cancelling
performance from the headset microphone,
the headset volume should be progressivly
reduced until almost all of the background
noise is cancelled.

During normal use, and providing that the
microphone is positioned correctly, it should
not be necessary to set the volume control
at more than half volume.

HEADSET CARE:
The headset and, in particular, the ear seals
may become damaged with use and they
should be checked at frequent intervals for
cracks or noise leakage. Replacement ear
seals and fitting instructions are available
from Lynx Avionics.

The headset is made from Acrylonitrile
Butadiene Styrene and Polyvinyl Chloride,
both these substances may be severely
affected by the application of paint, adhesive
stickers, cleaning fluids and other solvents.

Use only a damp cloth and mild detergent
to clean a headset and do not immerse the
headset in water; for more detailed
information on this subject contact Lynx
Avionics.
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