
Manual Instruction
Deluxe Cargo Trailer
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6. TEST YOUR TRAILER

Before using your trailer you should perform 
a safety check on level ground and away from 
heavy traffic. It is important that you ensure all 
parts are fastened and working properly.

TEST THE TYRES
Make sure that the tyres are inflated to the 
recommended pressure limit using a tyre pump 
with a gauge. The pressure should not exceed 
the recommended limit as stated on the tyre. 
It is better to use a hand or foot pump rather 
than a service station pump as over inflation 
can cause the tyre to blow out.

CHECK REFLECTORS
Check that reflectors are positioned correctly.

WARNING: As with all mechanical components, 
the trailer is subjected to wear and high 
stress. Different materials and components 
may react to wear or stress fatigue in different 
ways. If the design life of a component has 
been exceeded, it may suddenly fail possibly 
causing injuries to the rider. Any form of 
cracks, scratches or change of colouring in 
highly stressed areas indicate that the life of 
the component has been reached and it should 
be replaced
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5. ASSEMBLE YOUR TRAILER
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• Warning! Your braking distance will 
increase when biking with a trailer.

• NOTE! Before to use this trailer with 
a bicycle, make sure to check 
the bicycle manual for suitable fittings 
and trailers. Please note! Never connect 
the trailer to a mountain bike, racing bike, 
e-bike with a speed exceeding 25km/h.

• This trailer is not suitable for 
transporting children or animals. Follow the 
manual to assemble and use the trailer in a 
correct and safe way.

2. SAFETY

For your own safety, always follow the traffic 
rules in your country.

3. CARE AND MAINTENANCE

Make sure to check the trailer components, 
such as assembly screws, fittings, frame, 
reflective and tyres regularly.

1 Connector
2 D-shape locker
3 Safety strap
4 M5 Screw
5 Tire, inner tube
6 Tire (20×3.0)
7 Fender
8 Swivel wheel
9 Bumper
10 D-shape locker(small)

Fender is not available for model LT2720-C

4. TRAILER PARTS & COMPONENTS
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6. TEST YOUR TRAILER

Before using your trailer you should perform 
a safety check on level ground and away from 
heavy traffic. It is important that you ensure all 
parts are fastened and working properly.

TEST THE TYRES
Make sure that the tyres are inflated to the 
recommended pressure limit using a tyre pump 
with a gauge. The pressure should not exceed 
the recommended limit as stated on the tyre. 
It is better to use a hand or foot pump rather 
than a service station pump as over inflation 
can cause the tyre to blow out.

CHECK REFLECTORS
Check that reflectors are positioned correctly.

WARNING: As with all mechanical components, 
the trailer is subjected to wear and high 
stress. Different materials and components 
may react to wear or stress fatigue in different 
ways. If the design life of a component has 
been exceeded, it may suddenly fail possibly 
causing injuries to the rider. Any form of 
cracks, scratches or change of colouring in 
highly stressed areas indicate that the life of 
the component has been reached and it should 
be replaced
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• Warning! Your braking distance will
increase when biking with a trailer.

• NOTE! Before to use this trailer with
a bicycle, make sure to check
the bicycle manual for suitable fittings
and trailers. Please note! Never connect
the trailer to a mountain bike, racing bike,
e-bike with a speed exceeding 25km/h.

• This trailer is not suitable for
transporting children or animals. Follow the
manual to assemble and use the trailer in a
correct and safe way.

2. SAFETY

For your own safety, always follow the traffic 
rules in your country.

3. CARE AND MAINTENANCE

Make sure to check the trailer components, 
such as assembly screws, fittings, frame, 
reflective and tyres regularly.

1 Connector
2 D-shape locker
3 Safety strap
4 M5 Screw
5 Tire, inner tube
6 Tire (20×4.0)
7 Fender
8 Swivel wheel
9 Bumper
10 D-shape locker(small)

Fender is only included on specific models

4. TRAILER PARTS & COMPONENTS
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