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A WARNING A
Improper installation, adjustment, alteration, service or maintenance can cause
injury or property damage. Read the installation, operating and maintenance
instructions thoroughly before installing or servicing this equipment.

A WARNING A
Do not store or use gasoline or other flammable vapors and liquids in vicinity of
this or any other appliance.

An LP-cylinder not connected for use shall not be stored in the vicinity of this or
any other appliance.

A WARNING A ADANGER CARBON MONOXIDE HAZARD

FOR OUTDOOR |
USE ONLY

Using it in an enclosed space can kill you.

Never use this appliance in an enclosed space such
as a camper, tent car or home.

A WARNING A

For Use with NATURAL or LP GAS Only
NO SOLID FUELS TO BE USED WITH THIS SYSTEM

A DANGER A
If you smell gas:
1. Shut off gas to the appliance.
2. Extinguish any open flame.
3. If odor continues, keep away from appliance and immediately call your
gas supplier or fire department.

Installation must conform with local codes or, in the absence of local codes, with the
National Fuel Gas Code, ANSI Z223.1 / NFPA 54, or International Fuel Gas Code.

The appliance, when installed, must be electrically grounded in accordance with local codes or, in
the absence of local codes, with the National Electric Code, ANSI/NFPA 70, if applicable.

INSTALLER: Leave this manual with the appliance.
CONSUMER: Retain this manual for future reference.
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