
                                   © nach DIN ISO 16016
MHS - Munich Home Systems GmbH, Sauerlach (Germany) 2014

DIN ISO 2768 T2 - K Zeichnung

1:7
Overview SPOT_all_sizes

Maßstab

BlattZeichnungsnummer

Material

Behandlung

Masse

Abmessungen
 kg

BeschreibungDatum
Bearb.
Gepr.
Norm

Name
06.08.2015 M. Schmitter

Urspr.: Ers.f.: Ers.d.:

Allgemeintoleranzen
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 EN 12020-2

I IH

A B C D E F G H I
MHS-SM1600 
MHS-SP1600

26.38 
inch

7.24 inch 3.07 inch 0.35 inch 3.94 inch 2.37 inch 0.43 inch

≤ 9.45 
inch

≥ 5.31 
inch

MHS-SM2200 
MHS-SP2200

31.89 
inch

≤ 11.82 
inch

≥ 6.89 
inch

MHS-SM2800 
MHS-SP2800

34.80 
inch

≤ 14.57 
inch

≥ 6.89 
inch
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M U N I C H  H O M E  S Y S T E M S

MHS Munich Home Systems GmbH ·  Kramergasse 32 ·  82054 Sauerlach ·  Germany
Tel.: +49 8104 647090 ·  Fax: +49 8104 647099 ·  E-Mail: mail@heatscope.com ·  www.heatscope.com

SERVICE & SALES: MAD DESIGN USA · 5875 Green Valley Circle, Suite 100 · Culver City, CA 90230 · USA
phone: +1 (888) 590 3335 | e-mail: info@mad-usa.com | web: www.mad-usa.com

MAD DESIGN GROUP

Showrooms 3 & 4, 40-42 O’Riordan Street 
Alexandria  NSW  2015  
T  +61 2 9997 3050  E   info@maddesigngroup.com
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ecosmartfire.com brownjordanfires.come-nrg.com blindedesign.com fluidconcrete.com

maddesigngroup.com

NEW! POINt Of PURchASE 
flAME PROP

These creative flame inserts have been designed to be placed over the burner 
opening to enable customers to better visualise the purpose of the product at 
times when the fireplace is not able to be lit.

Linear Flame
Supplied in two parts, the linear flame can work with any/
all linear burners. Stick parts together to fit the XL1200 
Burner, or use only one part for the BK5 Burner.
Packed flat with easy assembly. 

AB8 & AB3 Flames
Assemble by sliding one flame into the other.
Packed flat with easy assembly. 

Must be removed before lighting or operating 
the appliance. Flame is indicative only. 
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