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Catalogue-No. System Rail Equipment Height Load Capacity Material
Length L [m] Carrier Type h [mm] F [kg]

047411-02 2
047411-04 4
047411-06 6
047411-08 8

215 63
047411-10 10
047411-12 12
047411-16 16
047411-20 20

Single C-Rail Track with Equipment Carrier

Ordering Example: Single C-Rail Track with Equipment Carrier 047411-10A

Technical Data
• Electrical Connection: 2 x 230V~
• Current Load: 10/16 A
• Carrier Length: 630 mm

Equipment Carrier

Technical Data
• Compressed Air Connection: 2 x 3/8“
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Carrier Length: 630 mm

Technical Data
• Compressed Air Connection: 2 x 3/8“
• Electrical Connection: 2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Carrier Length: 800 mm

T y p e

Material: Running Gear: Galvanized Steel; Traverse: Steel, Yellow Coated; Air Port Outlet: Aluminium
Remark: The equipment carrier with connecting threads include 3/8“ to 1/4“ reduction bushings.

Catalogue-No.
for Component-Order

047255

Catalogue-No.
for Component-Order

047272

Catalogue-No.
for Component-Order

047282

C-Rail Track: Galvanized Steel
Trolley for Energy
Supply System: Plastic
Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

T y p e T y p e

~ 3 m extra for Hook-Up
Port Thread 3/8“

C-Rail Track
024100

Single C-Rail Tracks with Energy Supply System
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Single C-Rail Track with Tool Transporter

Tool Transporter

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Electrical Connection:

2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

Catalogue-No.
for Component-Order

044175-1

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

Catalogue-No.
for Component-Order

044175-3

Technical Data
• Electrical Connection:

4 x 230V~
• Current Load: 10/16 A

Catalogue-No.
for Component-Order

044175-2

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Electrical Connection:

2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Parts Bin: 6 Pieces

Catalogue-No.
for Component-Order

044175-4

Ordering Example: Single C-Rail Track with Tool Transporter 047431-08A

Catalogue-No. System Rail Tool Transporter Height Load Capacity Material
Length L [m] Type h [mm] F [daN]

047431-02 2
047431-04 4
047431-06 6

1650
047431-08 8

to 50
047431-10 10
047431-12 12

2800

047431-16 16
047431-20 20

       T y p e        T y p e

       T y p e        T y p e

~ 3 m extra for Hook-Up
Port Thread 3/8“

Arrangement of Tool
Support Boards left,
right, front or rear.

C-Rail Track
024100

Material: Running Gear: Aluminium; Frame: Steel, Yellow Coated; Air Port Outlet: Aluminium

Remark: The tool transporter with connecting threads include 3/8“ to 1/4“ reduction bushings.

C-Rail Track: Galvanized Steel

Trolley for Energy
Supply System: Plastic

Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

Single C-Rail Tracks with Energy Supply System
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Catalogue-No. System Rail P. Turntable Height Load Capacity Material
Length L [m] Type h [mm] F [daN]

047452-03 3
047452-04 4
047452-06 6
047452-08 8

245
047452-10 10
047452-12 12
047452-16 16
047452-20 20

Double C-Rail Tracks with Energy Supply System
Double C-Rail Track with Power Turntable

Ordering Example: Double C-Rail Track with Power Turntable 047452-012C

Technical Data
• Electrical Connection: 4 x 230V~
• Current Load: 10/16 A

Power Turntable

Technical Data
• Compressed Air Connection: 4 x 3/8“
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

Technical Data
• Compressed Air Connection: 4 x 3/8“
• Electrical Connection: 4 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

T y p e

Material: Running Gear: Galvanized Steel; Turntable: Steel, Anthracite Coated; Arms: Steel, Yellow Coated; Air Port Outlet: Aluminium
Remark: The power turntable with connecting threads include 3/8“ to 1/4“ reduction bushings.

Catalogue-No.
for Component-Order

047121-34

Catalogue-No.
for Component-Order

047121-24

Catalogue-No.
for Component-Order

047121-14

T y p e T y p e

~ 3 m extra for Hook-Up
Port Thread 3/8“

Load Capacity
of Power Turntable

50 daN
Load Capacity

each arm
20 daN

(Sum of 4 Arms)

C-Rail Track: Galvanized Steel

Trolley for Energy
Supply System: Plastic

Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

C-Rail Track
024100
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Double C-Rail Track with Tool Transporter

Tool Transporter, Rotation ±180º

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Electrical Connection:

2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

Catalogue-No.
for Component-Order

044177-1

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm

Catalogue-No.
for Component-Order

044177-3

Technical Data
• Electrical Connection:

4 x 230V~
• Current Load: 10/16 A

Catalogue-No.
for Component-Order

044177-2

Technical Data
• Compressed Air Connection:

4 x 3/8“
• Electrical Connection:

2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Parts Bin: 6 Pieces

Catalogue-No.
for Component-Order

044177-4

Material: Running Gear: Galvanized Steel; Frame: Steel, Yellow Coated; Air Port Outlet: Aluminium; Board: Wood; Bin: Plastic

Remark: The tool transporter with connecting threads include 3/8“ to 1/4“ reduction bushings.

Ordering Example: Double C-Rail Track with Tool Transporter 047432-10D

Catalogue-No. System Rail Tool Transporter Height Load Capacity Material
Length L [m] Type h [mm] F [daN]

047432-02 2
047432-04 4
047432-06 6

1770
047432-08 8

to 63
047432-10 10
047432-12 12

2920

047432-16 16
047432-20 20

     T y p e      T y p e

     T y p e      T y p e

Rotation
±180º

C-Rail Track: Galvanized Steel
Trolley for Energy
Supply System: Plastic
Hose: Plastic

Rubber Insulated Cable:
H07RN-F 3G1.5

C-Rail Track
024100

~ 3 m extra for Hook-Up
Port Thread 3/8“

Arrangement of Tool
Support Boards left,
right, front or rear.

Double C-Rail Tracks with Energy Supply System
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Catalogue-No. Track Length Underslung Equipment Load Capacity Material
L [m] Crane l [m] Carrier Type F [daN]

047415-04 x 4
047415-06 x 6
047415-08 x 8
047415-10 x 10 63
047415-12 x 12
047415-16 x 16
047415-20 x 20

Underslung Cranes with Energy Supply System
Single Track Underslung Crane with Equipment Carrier

Ordering Example: Single track Underslung Crane with Equipment Carrier 047415-12x4A

Single Track Underslung Crane with Tool Transporter

~ 3 m extra for Hook-Up
Port Thread 3/8“

Catalogue-No. Track Length Underslung Tool Transporter Load Capacity Material
Length l [m] Crane l [m] Type F [daN]

047435-04 x 4
047435-06 x 6
047435-08 x 8
047435-10 x 10 50
047435-12 x 12
047435-16 x 16
047435-20 x 20

Ordering Example: Single Track Underslung Crane with Tool Transporter 047435-08x4D

see Page 2

see Page 3

 l = 5 and 6 m  with 3 Tracks

Span max. [m]
l s = s/2 =

3 and 4 2.8 - 3.0 -
5 and 6 - 2.4 - 2.8

 l = 5 and 6 m  with 3 Tracks

Span max. [m]
l s = s/2 =

3 and 4 2.8 - 3.0 -
5 and 6 - 2.4 - 2.8

C-Rail Track
024100

C-Rail Track: Galvanized Steel

Trolley for Energy
Supply System: Plastic

Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

C-Rail Track: Galvanized Steel
Trolley for Energy
Supply System: Plastic
Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

Arrangement of Tool
Support Boards left,
right, front or rear.~ 3 m extra for Hook-Up

Port Thread 3/8“

C-Rail Track
024100
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Catalogue-No. Track Length Underslung Power Turntable Load Capacity Material
L [m] Crane l [m] Type F [daN]

047456-04 x 4
047456-06 x 6
047456-08 x 8
047456-10 x 10
047456-12 x 12
047456-16 x 16
047456-20 x 20

Double Track Underslung Crane with Power Turntable

Ordering Example: Double Track Underslung Crane with Power Turntable 047456-10x6B

Double Track Underslung Crane with Tool Transporter

~ 3 m extra for Hook-Up
Port Thread 3/8“

~ 3 m extra for Hook-Up
Port Thread 3/8“

Catalogue-No. Track length Underslung Tool Transporter Load Capacity Material
L [m] Crane l [m] Type F [daN]

047436-04 x 4
047436-06 x 6
047436-08 x 8
047436-10 x 10 63
047436-12 x 12
047436-16 x 16
047436-20 x 20

Ordering Example: Double Track Underslung Crane with Tool Transporter 047436-08x6B

see Page 4

see Page 5

(Sum of 4 Arms)

Load Capacity
of Power Turntable

50 daN

Load Capacity
each arm
20 daN

Arrangement of Tool
Support Boards left,
right, front or rear.

C-Rail Track: Galvanized Steel

Trolley for Energy
Supply System: Plastic

Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

C-Rail Track: Galvanized Steel
Trolley for Energy
Supply System: Plastic
Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5

C-Rail Track
024100

C-Rail Track
024100

l = 5 and 6 m with 3 Tracks

Span max. [m]
l s = s/2 =

3 and 4 2.8 - 3.0 -
5 and 6 - 2.4 - 2.8

l = 5 and 6 m with 3 Tracks

Span max. [m]
l s = s/2 =

3 and 4 2.8 - 3.0 -
5 and 6 - 2.4 - 2.8

Underslung Cranes with Energy Supply System
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C-Rail Track with Enclosed Conductor Rail
Single C-Rail Track with Enclosed Conductor Rail  35 A  5-poles

Double C-Rail Track with Enclosed Conductor Rail  35 A  5-poles

Universal Fitting

Overhead Fitting
C-Rail Track

024100

C-Rail Track
024100

Adjustable

Single C-Rail Track for Single C-Rail Track for System Rail Material
Universal Fitting Overhead Fitting Length
Catalogue-No. Catalogue-No. L [m]

047551-02 047553-02 2
047551-04 047553-04 4
047551-06 047553-06 6
047551-08 047553-08 8
047551-10 047553-10 10
047551-12 047553-12 12
047551-16 047553-16 16
047551-20 047553-20 20

Double C-Rail Track for Double C-Rail Track for System Rail Material
Universal Fitting Overhead Fitting Length
Catalogue-No. Catalogue-No. L [m]

047552-02 047554-02 2
047552-04 047554-04 4
047552-06 047554-06 6
047552-08 047554-08 8
047552-10 047554-10 10
047552-12 047554-12 12
047552-16 047554-16 16
047552-20 047554-20 20

C-Rail Track: Galvanized Steel
Enclosed Conductor Rail: Plastic

C-Rail Track: Galvanized Steel

Enclosed Conductor Rail: Plastic
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Components

Equipment Carrier Catalogue-No.: 044198-0630
Material: Running Gear: Aluminium; Towing Arm: Galvanized Steel

Equipment Carrier Catalogue-No.: 044199-0630
Material: Running Gear and Towing Arm: Galvanized Steel; Traverse:
Steel, Plastic Coated

Accessories

Mounting Bracket Catalogue-No.: 040686
for fix C-Rail Track and Conductor Rail.
Material: Galvanized Steel

Towing Arm Catalogue-No.: 040680
for Collector Trolley
Material: Galvanized Steel
Bolt Catalogue-No.: 040125-08x06
Order 2 bolts for fitting towing arm and equip-
ment carrier.
Material: Galvanized Steel

Plug Box Combination
To fit in equipment carrier and
tool transporter.
On Request.

Mounting Bracket Catalogue-No.: 040685
for fix C-Rail Track and Conductor Rail.
Material: Galvanized Steel

Mounting Bracket Catalogue-No.: 040687
Distance Piece
Material: Galvanized Steel

C-Rail Track with Enclosed Conductor Rail
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Tool Transporter
Tool Transporter for straight C-Rail Tracks    _

Catalogue-No.: 044185

Material
Running Gear: Aluminium
Frame: Aluminium, Yellow Coated
Shelf: Steel, Yellow Coated
Protective Device Around: Rubber

Examples of Application
For individual equipment of assembly environments with balancers, air
hose reels and cable reels.

Catalogue-No.: 044186

Material
Running Gear: Aluminium
Frame: Aluminium, Yellow Coated
Shelf: Steel, Yellow Coated
Air Port Outlet: Aluminium

Examples of Application
Specially for assembly environments with compressed-air tools.

Tool Transporter for straight and curved C-Rail Tracks    _

Catalogue-No.: 044187

Material
Running Gear: Galvanized Steel
Frame: Aluminium, Yellow Coated
Shelf: Steel, Yellow Coated
Protective Device Around: Rubber

Examples of Application
For bins and tool pick-up tubes.

Catalogue-No.: 044188

Material
Running Gear: Galvanized Steel
Frame: Aluminium, Yellow Coated
Shelf: Steel, Yellow Coated
Perforated Sheet Metal: Steel, Yellow Coated

Examples of Application
For tools and assembly materials.
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Workbench Equipment with Equipment Carrier

Ordering Example: Workbench Equipment for Bench Mounting, C-Rail Track  047319-02.5B

Catalogue-No. C-Rail System Rail No. of Equipment h Load Capacity F Material
Profil Length L [m] Supports Carrier Type [mm] Support Distance

Bench Mounting 01.5 2
047319- 02.0 2

155
1.5 m = 20 daN

Flour Mounting 02.5 2 2.0 m = 16 daN
047310- 03.0 3
Bench Mounting 04.0 3
047419- 06.0 4

175
1.5 m = 32 daN

Flour Mounting 08.0 5 2.0 m = 25 daN
047410- 10.0 6

Workbench Equipment for
Flour Mounting includes
brackets to fastening the
supports at the workbench
back side.

Workbench Equipment

Technical Data
• Electrical Connection: 2 x 230V~
• Current Load: 10/16 A
• Carrier Length: 630 mm

Equipment Carrier

Technical Data
• Compressed Air Connection: 2 x 3/8“
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Carrier Length: 630 mm

Technical Data
• Compressed Air Connection: 2 x 3/8“
• Electrical Connection: 2 x 230V~
• Current Load: 10/16 A
• Air Control Unit: 3/8“
• Port Thread: 3/8“
• Hose I. D.: 9.5 mm
• Carrier Length: 800 mm

T y p e

Material: Running Gear: Galvanized Steel; Traverse: Steel, Yellow Coated; Air Port Outlet: Aluminium
Remark: The equipment carrier with connecting threads include 3/8“ to 1/4“ reduction bushings.

Catalogue-No. C-Rail
for Component-Order Profil

047232
047282

T y p e T y p e

Catalogue-No. C-Rail
for Component-Order Profil

047222
047272

Catalogue-No. C-Rail
for Component-Order Profil

047205
047255

~ 3 m extra for
Hook-Up
Port Thread 3/8“

C-Rail Track

25
00
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C-Rail Track:
Galvanized Steel

Trolley for Energy
Supply System: Plastic

Hose: Plastic
Rubber Insulated Cable:
H07RN-F 3G1.5
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All data subject to engineering change. Warranty for proper use.

C-Rail Track and Energy Supply System
Complete C-Rail Track System    _

Catalogue-No. L Parts List
C-Rail Track Track Coupler End Stop Track Support Bracket

145005 145605 024111 145511 145512 145513 024124

Type Type Type Type
[m] 2 m 4 m 6 m

040081-02 2 1 - - - 2 2 2 2 2
040081-04 4 - 1 - - 2 3 3 3 3
040081-06 6 - - 1 - 2 4 4 4 4
040081-08 8 - 2 - 1 2 5 5 5 5
040081-10 10 - 1 1 1 2 6 6 6 6
040081-12 12 - - 2 1 2 7 7 7 7
040081-16 16 - 4 - 3 2 9 9 9 9
040081-20 20 - 5 - 4 2 11 11 11 11

with Bolt
M8 x 50

Complete Energy Supply System for C-Rail Track    _

Catalogue-No. Standard Length Connection
[m] Compressed Air Electrical

047545- Hose I. D. 9.5 mm -
047546- Hose I. D. 13 mm -
047547-      - 400 V 3P+N+E
047548- Hose I. D. 9.5 mm 400 V 3P+N+E
047549- Hose I. D. 13 mm 400 V 3P+N+E

After 6 m to 20 m
Length stepwise 2 m.

The Complete Energy Supply System are de-
livered with Compressed Air and/or Electrical
System. Corresponding with the necessary C-
Rail Track Length, the junction will be fixed
between Energy-Connection and Receiver.
Operational Possibilities:
Single and Double C-Rail Tracks, Underslung
Cranes, Jib Booms, Workbench Equipment.

The Catalogue-No. enclosed alternative End
Clamp, Cable Clips, Trolleys, Hoses and/or
Round Cables and Air Port Outlets.
Each system includes and additional 3 meters
of hose and cable for termination.
All material will be delivered unassembled.

Material: Galvanized Steel
Load Capacity: 63 daN
For Hanger Distance 2 m and
Point Load = Load Capacity 32 daN.

Ordering Example:
C-Rail Track System 040081-08A
For Underslung Crane with Power Turntable
order 2 C-Rail Track Systems.

Track Length L

Ordering  Example:
Complete Energy Supply System with Compressed Air Connection (Hose I. D. = 9.5 mm)
and Electrical Connection (400 V 3P+N+E); System Rail Length 16 m.
Catalogue-No.: Energy Supply System 047548-16.0

04.0 05.0 06.0
01.5 02.0 02.5 03.0

Wampfler AG • Rheinstrasse 27+33 • D-79576 Weil am Rhein-Maerkt
Customer Support: Phone +49 (0) 7621 / 66 22 22 • Fax +49 (0) 7621 6 62-144

E-Mail: info@wampfler.com • http://www.wampfler.com




