Nome Struttura Diffusore Codice

Name Frame Lampshade Code

PAPIRO HALOGEN
rame/copper H. 2200 LAM.102-0-09922
nichel/nickel H. 2200 LAM.102-0-09923
bianco opaco RAL 9003
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mat white RAL 9003  H. 2200

nichel nero lucido
high gloss black nickel H. 2200
oro perlato/pearly gold H. 2200

rame/copper H. 2700
nichel/nickel H. 2700

nichel nero lucido
high gloss black nickel H. 2700
aro perlato/pearly gold H. 2700

bianco opaco RAL 9003
mat white RAL 9003  H. 2700

1 lampaina alogena bispina

LAM.102-0-19497

LAM.102-0-17014
LAM.102-0-17015

LAM.102-1-09922
LAM.102-1-09923

LAM.102-1-17014
LAM.102-1-17015

LAM.102-1-18497

W 1 halogen two-prong light bulb

F Q0W-12 Volt. Attacco GY 6,25. 90W-12 Volt. Socket GY8, 35.
v Trasformatora/variatore elettrico. Electronic ballast.
PAPIRO LED
@ rame/copper H. 2200 LAM.102-5-00022
8105 nichel/nickel H. 2200 LAM.102-5-00923
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bianco opaco RAL 9003
mat white RAL 9003 H. 2200

nichel nero lucido
high gloss black nickel H. 2200
oro perlato/pearly gold H. 2200

rame/copper H. 2700
nichel/nickel H. 2700

nichel nero lucido
high gloss black nickel H. 2700
oro perlato/pearly gold H. 2700

bianco opaco RAL 9003
mat white RAL 9003  H. 2700

1 LED di potenza 12W

3000°K. Durata 50.000 h.
Flusso luminoso 1600 LM.
Varialuce incorporato nel cavo.

LAM.102-5-19497

LAM.102-5-17014
LAMA102-5-17015

LAM.102-6-09922
LAM.102-6-09923

LAMA02-6-17014
LAM.102-6-17015

LAM.102-6-18497

@ | powerLED 12w
3000°K. Life 50.000 h.
Luminous flux 1600 LM.
Dimmer on wire.




