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Nominal Values.

Shown to the left of the diagnosis screen, this feature is available for many models and contains information
regarding standard values and measurements of systems and sensors along with guided tests and procedures.

Using TEXA'S UNIProbe 100l of & Multimeter, carry out the electrical tests as Indicated.

Carry ol the lallowing losts on the angine mansgement centrol units wirg connector

Table 1
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| |Using TEXA's UNIProbe tool or a carry out the el | tests as i

{ Carry out the following tests on the component's wiring connector:

Table 1
Test conditions Probes Test Result Cause
values
dcommecied | Comporent
1 connecior Ye-Re |4-75— Correct || ¢ e table 2
Key in "ON" 525V value
’ Ground
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Component Gomponent
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pasition
Carry out the following tests on the component's wiring connector:
Table 2
- Test
Test conditions Probes values | Result Cause
Component Compenent
o __ _

Y

Carry out the following tests between the companent's wiring connector and the engine management
control unit's wiring connector.

Table 3
. Test
Test conditions Probes values Result Cause
Component .
disconnected Componant connector
i
Engine control unit
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Componant
disconnectad Componant connector
i
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) connactor Pi (pin
Key in "OFF" Ba2)
position

Carry out the following tests on the component's wiring connector:
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Once again Texa is leading the field of motorcycle diagnostics and ensures its value for money investment for
all motorcycle/ PWC workshops. The Texa system is not just a tool to clear error codes and turn off service

indicators!!
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