
 1 

 

FF927 

Part number 1897-7012-01 

2018-19 Ford F150  

RTR Fender Flares 

Component Identification 

1. RTR Fender Flares  1 

2. Hardware Kit (not shown) 1  

       A. “U” Style Clip (Large Channel) 4 

       B. “U” Style Clip (Small Channel) 6 

       C. Retaining Clip   6 

       D. Adhesion Promoter Pads  2 

       E.  Spacer   2 

       F. Fitting Instructions  1 

 

NOTE: In addition to common hand tools, this installa-
tion will require the use of a 5.5mm, 7mm Socket, 
Isopropyl Alcohol and Painters Tape. 

 

NOTE: If the RTR Fender Flares are part of a package  
including a Grille, Skid Plate or Bumper, the RTR Flares 
are to be installed last.  

 

NOTE: For ease of installation RTR recommends using 
an assistant when installing these Flares.  

 

NOTE: If the vehicle is equipped with factory flares, 
they must be removed prior to installation. Refer to 
the Factory Service Manual for removal of factory 
flares. 

 

 

Fender Flare position is indicated by color coded dots on the inside of flare as follows:  

Left Front - Pink, Right Front - Blue, Left Rear - Yellow, Right Rear - Purple. 

1. Using 50/50 mixture of isopropyl alcohol and water, 
clean vehicle body where Fender Flare will make con-
tact. 

2. Place fender flare in position of best fit.  Using large 
channel U-shaped clip secure fender flare at front and 
rear slot. Clips will snap into place when properly in-
stalled. 

Rear Fender Flare Installation 



 2 

 

FF927 

1. Dry fit the Flare onto the vehicle to determine the 
best fit.  Note the areas where the Fender Flare gasket 
will contact vehicle body and double sided tape will 
contact bumper trim. Use strips of painters tape to 
make reference marks on fender and bumper where 
the Flare will be installed.  Using 50/50 mixture of iso-
propyl alcohol and water, clean the front fender. Apply 
the Adhesion Promotor to vehicle surface at the double 
sided tape locations. 

2. [A] Remove the 4, 5.5 mm head screws at the above 
locations.  [B] Remove the 7 mm head screw at the 
above location. Retain the screws for re-installation. 

4. Slide the rear Fender Flare tab behind the factory 
mud flap. Loosely re-attach the 5.5 mm head screw to 
secure Flare. 

Front Fender Flare Installation 

A
B 

3. Remove liner from 3M double sided tape pads. Do 
not let the tape touch vehicle body until proper fit has 
been established. 

TAPE 

3. Using small channel U-shaped Clip secure Fender 
Flare at remaining 3 slots. Clips will snap into place 
when properly installed. 

4. Starting at the front of the flare, remove tape liner 
from rubber gasket. Ensure that the Gasket is not tuck-
ing into flare. If this occurs, use small plastic prying tool 
to fix the Gasket. Repeat steps 1 - 4 on the opposite 
side of the vehicle. 

PROMOTER 
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5. Insert the 3 Retaining Clips into the slots in the Fend-
er Flare and loosely  re-install 5.5 mm head screws as 
shown. 

6. Place the Spacer between vehicle and Flare and 
loosely re-install the 7 mm head screw at the front of 
the Flare. 

7. Ensure the  Fender Flare is in the position of best fit 
and apply firm pressure for a minimum of 60 seconds, 
to ensure proper adhesion of double sided tape. 
Note: Very Important- Insufficient bonding may lead to 
tape delamination. 

8.  Remove the tape liner from the rubber Gasket, 
working from each end and meeting in the center. 
Firmly depress the Gasket onto the vehicle. Tighten all 
of the screws, final tight. Slight adjustments of the Flare 
position can be made while tightening for best fit.  

9. Ensure the rubber Gasket is not tucked into the 
Flare. If this occurs, use small plastic prying tool to fix 
the Gasket. Repeat Steps 1-9 on the opposite side of 
the vehicle. 

Warranty information can be found at www.RTRVehicles.com  

SLOT 

REV.06.07.19 

http://www.RTRVehicles.com
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