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SPECIFICATION SHEET

MATERIAL  
Indoor use - Laminate or compact laminate/80% Recycled HDPE 
plastic/FSC certified solid/veneer oak and ash top. Powder coated pre-
galvanised steel frame.
Outdoor use - Compact laminate/80% Recycled HDPE plastic/solid 
spotted gum top. Stainless steel frame.

WEIGHT 
24-40kg

WARRANTY 
5 year warranty based on observance of product maintenance 
procedures. Excludes fair wear and tear, improper use or vandalism.

The geometric nature of the Tuck range instills 
durability and simplicity to the Tuck Table. The Tuck 
range continues to be a favourite for commercial 
projects with it’s adaptability to any environment 
and the option of custom powder coat colours to 
better suit the space.

DESIGNED BY
Nick Karlovasitis & Sarah Gibson 

Tuck Table

Spotted 
Gum

STANDARD TOP COLOURS/FINISHES STANDARD BASE COLOURS

OPTIONS 
Custom colours and finishes available upon specification. 
Please contact info@designbythem.com for details.

White YellowBeige

Green

Grey

Blue

Orange

BlackSage

Oak Ash

Compact 
Laminate

Compact 
Laminate

Clay Textured 
White

Textured 
Black

Indoor/Outdoor Suitable

Indoor Only
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TIMBER / 80% RECYCLED PLASTIC / COMPACT LAMINATE  TABLE TOP 

900 W x 900 D x 738 H mm 1200 W x 900 D x 738 H mm 

1500 W x 900 D x 738 H mm

2400 W x 1000 D x 738 H mm

1800 W x 900 D x 738 H mm

1 5 0 0

9 0 0

9 0 0

9 0 0

1 2 0 0

9 0 0

1 8 0 0

9 0 0

2 4 0 0

1 0 0 0

7 3 86 6 2

7 3 86 6 2

7 3 86 6 2
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METAL TOP DIMENSIONS 

900/1200/1500/1800 W x 900 D x 718 H mm
2400 W x 1000 D x 718 H mm

7 1 8

9 0 0

9 0 0

9 0 0

1 2 0 0 / 1 5 0 0 / 1 8 0 0

1 0 0 0

2 4 0 0

OPTIONS 
Custom sizes available.  
Custom integrated power and data options available for commercial orders.
Please contact info@designbythem.com for details.
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CARE & MAINTENANCE

Powder Coat

Clean surfaces with a damp, lint free, non abrasive cloth and then wipe dry after cleaning. Ensure all cleaning solutions do not contain 
any bleaching agents, abrasives or solvents. Make sure to test on underside or non visible surface of the product first to ensure cleaner 
is compatible with material. Ensure that all the cleaning solution is wiped off the surface and is not allowed to sit for any extended period 
of time.

END OF LIFE

NOTE

For more information on the DesignByThem Stewardship Program please visit:
www.designbythem.com/stewardship-and-warranty

Product specifications are subject to change after date of print at the discretion of DesignByThem. Before placing any orders please confirm all 
finishes and dimensions with DesignByThem. Images are a guide only.

Timber

To clean, begin with a gentle wipe with a soft microfiber cloth going in the direction of the grain to remove any hard grains or dirt that 
may scratch the surface. Wipe with a damp soft cloth using warm soapy water and mild detergent or with furniture appropriate cleaner 
ensuring to wipe in the direction of the grain. 

Always test any new detergent or cleaner on underside or non visible area first a day before to see if there are any adverse effects. 
Always ensure to completely dry any detergent or cleaner. Avoid steam cleaning, abrasive cleansers, steel brushes/wools and cleaners 
containing chlorine. Do not allow dirt to accumulate or liquids to dry out and harden. Never use strong solvents to clean surfaces.

For solid timber, light scuff marks or scratches can be repaired using a wipe on polyxoil.  
Contact DesignByThem for further information.

Plastics/Laminate

Clean surfaces with a damp, lint free, non abrasive cloth and then wipe dry after cleaning. Ensure all cleaning solutions do not contain 
any bleaching agents, abrasives or solvents. Make sure to test on underside or non visible surface of the product first to ensure cleaner is 
compatible with material. Ensure that all the cleaning solution is wiped off the surface and is not allowed to sit for any extended period of 
time.

For intricate surfaces/textures and it is recommended that product is lightly dusted using a static duster. A bristled vacuum cleaner attachment 
may also be used. Any lighting products should be removed from fixtures before cleaning.


