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JW off road is not responsible for any damages or misuse of our mounts. Or user error. 

BEFORE CONTINUING BE SURE TO KNOW 
We are not liable for rear hatch nor any damages this may cause. 

Tools  needed: 
11mm socket, 12mm socket, 13mm Wrench, 13mm socket, Extensions or Magnet stick, 

Rivet nut Tool, Grinder. HOLE SAW (OPTIONAL) if you can fit your arm through side 
openings. 

Included Hardware: 

1.      4x    1” 5/16 Grade 8 bolts. 
(Main Mounting Bolts on Hatch) 

2.     8x    1” 3/8 Grade 8 bolts. (use 4    
for Mounting Back Plate to Mount) (use 
4 for Mounting 3/16th steel Support 
Brace) 

 3.     8x    5/16 Grade 8 washers. 

 4.     16x 3/8 Grade 8 washers. 

 5.     4x     5/16 Grade 8 Locking nuts. 

 6.     8x    3/8 Grade 8 locking  nuts. 

 7.     2x    1/8th’ backing plates (For 
interior door) 

8.    2x     3/16 Center Cross Brace 

9.      3x   1/4“ nutserts (for Top and 
Bottom Cross Member) 

10.   3x   1/4” Grade Bolts (For Cross 
Member Brace) 

11.   3x   1/4” Grade 8 Washers. 

12.   3x   1/4“  Grade 8 Locking Rings. 

13.   1x   Steel Down Force Backing 
Plate (Wraps around pinch weld/ Bolts 
with bottom 2 bolts of Tire Carrier on 
Hatch. 

14.   1x   Cross Member Brace 



 

STEP 1 

Remove Handle and Tool Kit from rear hatch Panel al tabs and 
screws. 

 

Remove Vapor Shield. 

 



STEP 3 

Remove License plate. 

Remove OEM CAMERA from its location. 

Feed all extended wires through camera slot. 

 

Remove one of the License plate lamp housing, 
Splice the wiring to securely tap the extended 

LED Lamp wires. 

 
The other half of this harness should be 

through and outside of vehicle with Quick 
release harness then tapped to LED LAMP. 



Next, you want to cut the OEM Camera 
harness, leaving room on both sides to add 

connectors to connect extended camera 
harness. 

 



Connect the extended harness to the wires 
from the OEM Camera plug.  

This plug should sit in between the quick 
release plug and camera outside of the vehicle. 

 
Modify the camera slot on plate mount to fit 

your years OEM Camera. 

 

(Drill Out Center, Drill out screw holes to 
mount through to camera) 

You can also epoxy or adhesive camera in 
location after center is drilled out to fit camera 

slot. 
 



 

 
 

 

 

 

 

 

 

 



 

 

 

STEP 4 

Position the mount on rear hatch and finding the center of the top 
portion of the LEXUS LOGO

 
Be sure the bend on the footprints are aligned with the bend on 

your hatch. *Notice space between lexus emblem and carrier 
footing. 

 

Make sure that its leveled, mark and make your holes IN THE 
CENTER OF MOUNT HOLE. Now using a 5/16 Drill Bit drill through. 

(please be aware on whats on the other side and Drill through 
carefully). 



 

 

 

 

 

 

 

 

(ON INTERIOR SIDE) 



We found it was easier to place the 5/16 1” grade 8 bolt with 
washer and backing plate through the backside, leaving the 

threaded portion exposed through to exterior of hatch. 

 

 

 

 

 



REMOVE Both Top and bottom Double sided foam tape and 
position your Top Mount Holes with the exposed bolt. 

 

Once centered press down firmly to STICK, place the washer and 
locking nut for both top bolts and tighten 

 



 

The Bottom 2 bolt sections should already be stuck on and centered in its 
location.(Please be aware on what’s on the other side and Drill 

throughcarefully). 

Just like the top bolts feed the 1” 5/16 Grade 8 bolts through with washer 
and backing plate. 

 

 

 

 

 

 

 

 

 

 

 

 



(OPTIONAL IF YOUR HANDS CAN FIT ON SIDE OPENINGS) 

(FROM THE INTERIOR) 

USING  THE HOLE SAW “DRILL OUT HOLE” 

 

 

(OPTIONAL IF YOUR HANDS CAN FIT ON SIDE OPENINGS) 

USING A MAGNET STICK OR EXTENDED 13MM SOCKET 

“FEED BOLT THROUGH DRILLED OUT HOLE” 

 

INSERT BOLT AND WASHER THROUGH BACKING PLATE ON 
OPPOSITE SIDE. 



 

 

 

Once you have both bolts through the backing plate and exposing 
the thread on the exterior bottom portion of mount. Press down 

firmly to Stick foam tape “ DO NOT BOLT DOWN BOTTOM YET” So 
you can Add DOWNFORE PLATE shown on “Brace Instructions” 

 

 

REAR HATCH DOWNFORCE PLATE: 

Remove padded double tape. Remove both 
5/16 bolts on the bottom portion of Tire 

Carrier to hook bottom of plate around the 
bottom pinch weld and slide exposed threaded 

bolts into plate. 



 

 

 

and place washer and locking nut for both 
bolts and tighten. 

 



STEP 5 

( SECOND PIECE) TIRE MOUNT ADJUSTABLE BACKING PLATE 

This backing plate will allow you to run your spare higher up or 
position it lower. 

Use #8 brackets to install on neck plate to secure from any 
sideways wobble. 

 
After finding your position insert the remaining Grade 8 bolts and 

washers through and add locking nut behind it.Tighten.

  
#8 brackets 



 
 

STEP 6 

 

Refer to Brace Install Instructions. 

 
 

WARRANTY 

Under normal and reasonable use, Mounts produced by JW Off Road are 
warranted against STRUCTURAL DEFECT in material as long as the ORIGINAL 

owner/purchaser owns the mount with receipt. Some areas on the mount may 
include blemishes as it should be, as it is made 100% in house and working fab 

shop. 

This warranty is limited to the repair or replacement of mounts, at the discretion 
of JW Off Road, for any mounts determined to be defective and covered under 
warranty. Installation costs, transportation costs or loss of use is not covered 

under this warranty. Accessories determined to be defective in workmanship or 
materials while the mount is under warranty will be repaired or replaced. Mounts 

will not be replaced due to defects in accessories. 


