
DESCRIPTION

MODEL NO: 63150-TR

FEATURES SPECIFICATIONS

TESTING & CODE COMPLIANCE APPLICATIONS

ENERLITES industrial grade receptacles are made of durable polycarbonate thermoplastic and
have a smooth, easy to clean surface. Tamper-resistant shutters prevent insertion of foreign
objects. Back wired with break-off tabs for easy two-circuit conversion. All duplex receptacles are
designed with thermoplastic construction and feature a shallow build for maximum wiring room.

Homes
Apartments
Condominiums

Offices
Hotels
Restaurants

Impact resistant thermoplastic cover and
body 
Tamper-resistant receptacle improves child
safety – built-in shutter prevents access by
most non-rated/foreign objects 
Ground termination-brass strap version 
Break-off tabs for easy two-circuit conversion 
Optional grounding with self-grounding clip
or green terminal screw 
Use only with 10AWG to 14AWG wires

Amperage
Voltage

NEMA
Termination

Material
Operating Temperature

Warranty

15 Amp
125VAC
5-15R
Back Wired
Thermoplastic
-104° F to 167° F
2 Years

DECORATOR SELF-GROUNDING
TAMPER RESISTANT
INDUSTRIAL GRADE RECEPTACLE

Control. Charge. Connect.
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