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LED LAMP
A-SERIES - CCT SELECTABLE
A19

CRI
90

DAMP
LOCATION

RATED

2
TRIAC

DIMMABLE

800 LUMENS

A19 GU24 - 9W A19 - 11W A19 - 15WA19 - 9W

SHATTER
PROOF

ELECTRICAL

A15
7W

INPUT VOLTS

120V

120V

120V

120V

DESCRIPTION

LED9A19/GU24/5CCT/HC/D

LED9A19/5CCT/HC/D

LED11A19/5CCT/HC/D

LED15A19/5CCT/HC/D

COST/YR

$ 1.08

$ 1.08

$ 1.32

$ 1.80

LIFETIME

15,000

15,000

15,000

15,000

FLOOD

220º

220º

220º

220º

EFFICACY

89

89

100

107

POWER

9

9

11

15

MODEL

LR21466

LR21475

LR21477

LR21479

WATT
REPLACEMENT

60

60

75

100

COMPLIANT

60W
WATT

REPLACEMENT

60W
WATT

REPLACEMENT

75W
WATT

REPLACEMENT

100W
WATT

REPLACEMENT

800 LUMENS 1100 LUMENS 1600 LUMENS

3500K 4000K 5000K3000K2700K

COLOR SELECTABLE
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DIMENSIONS

A19

2.36”

4.25”

A19 GU24

2.36”

4.17”

PHOTOMETRIC

MODEL

LR21466

LR21475

LR21477

LR21479

DESCRIPTION

LED9A19/GU24/5CCT/HC/D

LED9A19/5CCT/HC/D

LED11A19/5CCT/HC/D

LED15A19/5CCT/HC/D

COLOR (CCT)

2700K/3000K/3500K/4000K/5000K

2700K/3000K/3500K/4000K/5000K

2700K/3000K/3500K/4000K/5000K

2700K/3000K/3500K/4000K/5000K

TEMP

CCT SELECT

CCT SELECT

CCT SELECT

CCT SELECT

CRI

90

90

90

90

LUMEN

800

800

1100

1600

ETL
LISTED

YES

YES

YES

YES

BASE

GU24

E26

E26

E26

TITLE
20

YES

YES

YES

YES

A19

2.36”

4.56”

LR21475LR21466 LR21477
LR21479




