
www.maussafety.com

AUTOMATIC FIRE
SUPPRESSION UNIT

EN3

PR
O



This MAUS™ technology is so versatile and 
accessible that we now can bring fire 
suppression to spaces where it was 
previously not possible, unless dependent 
on a large investment. 

Johann Philipp Maus was a German pioneer 
and a local firefighter during the 18th century 
who developed many techniques to be able to save lives. It’s the 
name and the legacy of Johann that has given MAUS its name. 
And just like Johann, we want to save lives through innovation. 

In the 80’s, Russian cosmonauts tried different versions of this 
technology but only in fixed systems. Now with 6 patents, we can 
present a technology that is so ground breaking, it will change the 
way we look at automatic fire suppression. 
 
Our mission, is that before 2031 there should be a legislation in 
every country where we are established, stating that every electric 
distribution board should be equipped with an automatic fire 
suppression system from MAUS™.
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MISSION
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POTASSIUM RESIDUE FREE Technology

The solid substance in the MAUS Stixx-series consists of a 
potassium compound.  Potassium radicals are very active and 
they interrupt the chemical combustion reactions by 
neutralizing hydrogen, oxygen and hydroxide radicals in the 
flame. As aerosols consist of very small particles of gas, the 
result is a more effective extinguishing agent than 
conventional powder.   

Another important feature of aerosols is that the dropping 
velocity of the particles decreases as the surface becomes 
larger in relation to the mass, which makes the air resistance 
relatively large in relation to the gravitational force. This 
results in particles staying suspended for a longer period of 
time, contributing to a longer inerting period creating a 
re-ignition protection. 
 
Together, these factors make PGA (pyrotechnical generated 
aerosols) a very effective extinguishing agent. The 
extinguishing effect per unit of weight is in the range of 3-10 
times more efficient than Halon.

Source: Swedish Civil Contingencies Agency (MSB.se)
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KEY FEATURES

Once activated it
will release 100% of
it’s content.

FLOODING
100%

Activation at very low 
temperature - 180 °C.FAST

Easy placement at the 
top of a space.PLACEMENT

With its small size 
you can place the 
unit anywhere.

SIZE

The potassium formula is 
100% non toxic & 
environmentally friendly. 

NON TOXIC

Maintenance free 
during its 5 year life span. MAINTENANCE

No complex system. 
No wiring. No batteries. 
No pressure.

SYSTEM
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TOP COVER

HEAT DETECTING CABLE

IGNITION PACK + AGENT

BOTTOM WITH TAPE

or

1 2

In electric distribution boards, place the units on the back of the 
panel (1), place them sideways with the top of the unit facing the 
back of the board (the wall). In other spaces place the units with 
the top of the unit facing downwards (2).  

LAYERS

POSITIONING
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RECOMMENDATIONS Distribution Boards

VOLUME 0.1 - 0.2M3

4

VOLUME 0 - 0.1M3

2

VOLUME 0.1 - 0.2M3

2

VOLUME 0 - 0.1M3

1

 1 M
ETER

 TALL
 1-2 M

ETER
 TALL

2 31

Remove the white MAUS Sticker (1) and place outside the fire
protected space (see image on page 10) to show that there is a fire
suppression unit installed. Remove the red adhesive cover (2)
before installing the unit (3).
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ON

OFF

1

Turn the electricity off.

2

Unscrew the front panel.

3

Remove the front panel.

4

Above the highest row facing inwards.

Remove the adhesive 
cover and place MAUS 

Stixx PRO on the 
inside of the panel. 

5 6 7

Put the front panel back and screw in place.

ON

OFF

8

Turn the power on.

26 2 0 2 107
26 2 0 2 107

9 10

Fill out the information on the date sticker (9) and place it on the front panel (10).
Place the MAUS Stixx PRO-sticker on the outside of the door to the panel. 

DISTRIBUTION BOARD INSTALLATION
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EXAMPLES Distribution Boards

PRO: 4

DISTRIBUTION BOARD 3
▪ Height: 130 cm
▪ Width: 45 cm
▪ Depth: 25 cm
▪ Volume: 0.15 m³

Comments: Height greater than 1 meter 
and volume larger than 0.1m3.

PRO: 1

DISTRIBUTION BOARD 1
▪ Height: 56.1 cm
▪ Width: 58.5 cm
▪ Depth: 8.5 cm
▪ Volume: 0.03 m³

Comments: Volume less than 0.1m3 
and height less than 1 meter.

PRO: 1

DISTRIBUTION BOARD 2
▪ Height: 80.3 cm
▪ Width: 39.7 cm
▪ Depth: 10 cm
▪ Volume: 0.032 m³

Comments: Volume less than 0.1m3 
and height less than 1 meter.
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EXAMPLES Caravan

BATTERYGAS

ELECTRIC

NOTE! If the space is 0-0.1m3 = 1 x MAUS Stixx Pro (MSP). 0,1-0.2m3 = 
2 x MSP. 0.2-0.3m3 = 3 x MSP etc. Place the MSP’s close to each other.



EXAMPLES Electric Enclosures
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PGA FIRE EXTINGUISHER - 
MAUS XTIN KLEIN
Innovative fire extinguisher that 
extinguishes all kinds of smaller 
fires in the initial phase with 
potassium based aerosol (smoke). 
Non pressurized. Residue free 
technology. 5 year warranty. Comes 
with a light plastic wall mount.

Art no: 1001-1
Length: 242 mm. Width: Ø50 mm.
Weight: 480 g. Fire Classes: 8BC
Certified by RINA S.p.A, BAM & CE. 

PGA FIRE EXTINGUISHER -  
MAUS XTIN GRAND
Same innovation as MAUS Xtin 
Klein, but 3x more powerful. Perfect 
for larger vehicles, boats and 
production facilities. 100% residue 
free fire fighing and 100% non 
pressurized. Comes with a wall 
mount in metal.

Art no: 3001-1 
Length: 236 mm. Width: Ø120 mm. 
Weight: 1750 g. Fire Classes: 21 BC
Certified by RINA S.p.A & CE. 21BC.

HOLSTER - 
HOLSTER KLEIN
Attach the holster on your belt by 
opening the loop on the backside of 
the holster or use the metal ring on 
the backside to attach it to your 
toolbelt / safety guard belt.

Art no: 1101-1
Length: 250 mm. 
Width: Ø55. 
Weight: 75 g.

FIRE BLANKET - 
MAUS DEKKE
The stylish hard, shiny, white plastic 
cover will be nice addon to your home, 
caravan, boat or business. To be 
approved as a fire blanket it needs to 
be 1,2 x 1,8 meters and certified 
according to the SS-EN-1869:1997 - 
which our fire blanket is.

Art no: 5001-1
Length: 368 mm. Width: 176 mm.  
Depth: 60 mm. Weight: 1300 g.
Certified according to SS-EN-1869:1997

NOZZLE EXTENTION - 
NOZZLE KLEIN
Extend the MAUS Xtin Klein witn 
NOZZLE Klein and insert it in your 
boats Fire Port, underneath the 
bonet of your car or in any situation 
where you don’t want  to open a 
cabinet/door too much when 
fighting a fire.

Art no: 1201-1
Length: 240 mm. 
Width: Ø55 mm. 
Weight: 108 g.

WALL MOUNT -
HALTER KLEIN
HALTER Klein is a smart protective 
cover (wall bracket) for MAUS Xtin 
Klein. The protective cover protects 
against dust and water splashes. It 
fits nicely into all types of private 
and public environments. You easily 
pull the tab to remove the cover. 

Art no: 1401-1
Length: 282 mm. Width: 77 mm. 
Height: 67 mm.
Weight: 140 g.

SMOKE ALARM -  
MAUS RAUCH Wifi 
MAUS Rauch Wifi is the smart 
photoelectric / optical smoke alarm 
that is able to detect any fire in your 
house, boat, camper van, summer 
cottage or office and send 
notifications to your Smartphone.

Art no: 6001-1 
Dimensions: Ø13,2 x Width 4,2 cm
Including batteries. 
CE certified.

FIRE SUPRESSION 
STICKER - MAUS STIXX
A small Fire Suppression Sticker 
that triggers when it comes into 
contact with fire. It will protect 
properties, vehicles and boats from 
fires that could otherwise be easily 
spread and cause disasters. 

Art no: 1301-1
Length: 100 mm. Width: 50 mm. 
Depth: 4 mm.
Certified by BAM.
Protected space: 0,1 m3

MORE MAUS TECHNOLOGY



MAUS - Sockerbruksgatan 20, 531 40 Lidköping, Sweden. 
For more info: info@maussafety.com | www.maussafety.com 

MAUS is a registered brand owned and marketed by Falkenheim Invest AB.

OPEN YOUR SMARTPHONE
CAMERA AND POINT IT 
TO THE QR CODE.

AND WATCH
THE PRESENTATION
OF MAUS STIXX PRO.

OR GO TO
BIT.LY/STIXXPRO

(COMPUTER)

SPECIFICATIONS:

MAUS Pro Stixx Automatic Fire Suppression Unit

Article number:  1350-1

EAN:  7350015530157

Dimensions: 9.8 x 1.8 x 1 cm

Weight:  26g 

Product life: 5 years (6 year shelf life)

Discharge time: ≤5s

Protected area:  0.1 m3  (H100 x W50 x D20 cm)

Activation Temperature:  170°C±10°C

Operational Temperature:  -30°C - 70°C

Certifications:  

Units per box:  

EN 16263 series from 2015.
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