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CleanLeaf CL1250D-C7 
1100 ACFM Media Filtration System 
Ducted Series - Ductable Installation Configuration 
with Side Hinged Door for Easy Filter Access 

The CleanLeaf CL1250-D series was engineered to capture 
the multiple airborne contaminants, including thick smoke, 
in indoor cigar shops, hookah lounges, taverns, grow rooms 
and dispensaries.  Smoke haze, bacteria, pollen, VOCs and 
tobacco smells are all captured through a series of industry 
proven filtration technologies. Housed in a 16-gauge Cold-
Rolled steel cabinet with a side hinged door for easy filter 
access, the CleanLeaf CL-1250D-series is self-contained 
and does not require outside ventilation. Each unit comes 
with factory-installed eyebolts on all 4-corners. 

Specifications 

*ACFM = Actual Cubic Feet (of airflow) per Minute

ACFM* 1,100 

Airflow Straight Through 

Control Variable Speed Switch 

Sound Level 65 dBA @ 5’ (on high) 

Cabinet 16-gauge Cold Rolled Steel 

Finish Dark Gray Powder Coat 

Dimensions 25” W x 16.5” H x 59” L 

Weight Hanging – 249 lbs. 

Electrical 115V / 60 Hz / Single Phase 

Power FLA 7.5A / Running Amps 4.5A 

Wiring 10-foot Power Cord
3-prong Plug
Easy “Plug and Play” set-up

Louvers 4-Way Individually Adjustable Blades/fins

Motor PSC – 1/3 hp Direct Drive 

Warranty 3 Years on all Parts (not filters) 

Included Filters 

• 35% Pleated Pre-Filter - 15" x 25" x 2"
MERV-10 pre-filter protects the primary filter from getting 
clogged with larger particulate. 
(Should be changed every 3-4 months.) 

• 95% 8-Pocket Bag Filter - 15" x 25" x 30"
This MERV 15 rated bag filter captures small to medium 
sized particulate, extending the life of the HEPA filter. 
(Should be changed every 6 months to 1 year) 

• 7 lb. Carbon Filter – 15” x 25” x2”
Carbon captures & adsorbs even the most stubborn
tobacco odors from your shop, lounge, or bar.
(Should be changed once per year.)

Features 

• Pre-Installed Eye-Bolts

• Pre-Drilled Duct Holes

• Magnehelic Pressure Gauge
Indicates when to change filters 

• Hinged Door for Easy Filter Access

• Ambient or Ducted Configuration
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