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Copyrights & Trademarks

© Copyright Hagerman Amplification 2020. All rights reserved. No part of this document
may be photocopied, reproduced, or translated to another language without prior
written consent.

Disclaimer

The information contained in this document is subject to change without notice.
Hagerman Amplification shall not be liable for errors contained herein or for
consequential damages in connection with the furnishing, performance, or use of this
material.

Warranty

Hagerman Amplification warrants this product free of defects in materials and
workmanship for a period of 5 years (90 days tubes and footswitch). If you discover a
defect, Hagerman Amplification will, at its option, repair or replace the product at no
charge to you provided you return it during the warranty period, transportation charges
prepaid to Hagerman Amplification. This warranty does not apply if the product has
been damaged by negligence, accident, abuse or misuse or misapplication, has been
damaged because it has been improperly connected to other equipment or has been
modified without the express written permission of Hagerman Amplification. This
warranty is limited to the replacement or repair of this product and not to damage to
equipment of other manufacturers. Any applicable implied warranties, including
warranty of merchantability, are limited in duration to a period of the express warranty
as provided herein beginning with the original date of purchase and no warranties,
whether express or implied shall apply to the product thereafter. Under no
circumstances shall Hagerman Amplification be liable for any loss, direct, indirect,
incidental, special, or consequential damage arising out of or in connection with the use
of this product.

Hagerman Amplification
1521 Alexander St Apt 1701
Honolulu, HI 96822
808-383-2704
www.hagamps.com
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Description

The COMPRESSOR is a boutique all-analog vacuum tube pedal designed to offer the
most transparent compression available, combining great sustain and low noise
operation. Its feed-forward side-chain and custom opto-resistive attenuation produces a
soft knee, as opposed to hard limiting, providing a very natural presentation without
pumping effects. This will be your always on pedal. And with tons of clean headroom,
you can use it on vocals too.

This is not a clone or copy of a vintage design; it is new from scratch using the best
materials and components available, including metal film resistors and polypropylene
capacitors. A built-in low noise boost converter provides high voltage for proper tube
bias and operation, insuring maximum performance. A high-current +9V wall wart is
included.

Specifications

Gain 15dB

Compression 15dB

Tubes 1x12AU7
Controls Knee, Level

Size 4.0" x5.0" x4.5”

Input Power 120V/240VAC (universal), 4W
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Operation

As with all tube amplifiers, COMPRESSOR takes approximately 30 seconds to warm up
and start working.

Warnings

Do not spill liquids onto pedal. If this happens, immediately unplug unit from power
supply. Remove tube, then rinse or soak assembly in 91% isopropyl alcohol for several
minutes (up to an hour if the beer had dried). Allow 24 hours to dry.

Do not use a standard negative 9V pedal power supply. This unit uses positive 9V and
also requires high current (500mA).
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