
Use

Button Command

1hr Timer Selection

2hr Timer Selection

3hr Timer Selection

Low Height

Medium Height

Maximum Height

Increase Head Height

Decrease Head Height

Change LED Color

Power

4. Press the power button to 
power down the SmartFountain.

5. Flashing red LEDs mean that the 
SmartFountain needs recharging. Dry 
and follow setup steps 5 to 8.

1. Press and hold the power 
button for up to 4 seconds to turn on 
the SmartFountain.

2. Optionally select timer 
command (the blue light will flash to 
confirm the selection) 

3. Select commands as 
required (see table) ensuring that 
fountain head height settings do not 
splash water outside your fountain.

6. And enjoy!
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7. The LEDs will turn 
red indicating charging is 
in progress.

8. When fully 
charged the LEDs will 
turn green.

9. Once fully charged, 
attach a fountain head.

4. Replace the top 
cover.

5. Connect the 
charging lead to the 
contact points. 

6. Plug the charger 
into the mains.

1. Open up the 
case by pressing the 
tabs on the sides.

2. Lift the top cover  
to reveal the battery and 
pump.

3. Connect the 
cable to the battery. 
Ensure a water tight 
connection.

Setup

10. Submerge the 
Smartfountain in water 
keeping the fountain 
head above the surface.

12. Run on 
Maximum Height for 30 
seconds to clear the 
pump of trapped air.

11. Tilt the 
SmartFountain under 
water to release any 
trapped air.

Box Content
1. SmartFountain
2. Remote Control
3. Cascade Fountain Head
4. Sprinkler Fountain Head
5. Power Supply
6. Fountain Head Extensions
7. Draw String Bag
8. Cleaning Brush
9. Microfiber Cloth
10. Spare Pump Filter
11. Velcro Patch (for storing remote)
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Quick Start User Guide



Customer Support
EVERGREEN ENTERPRISES 

RICHMOND, VA23225. 
WWW.MYEVERGREEN.COM

(800) 774-3837 Mon–Fri 9-5:30 ET

Your SmartFountain 
comes with a 1 year 

warranty

Scan this QR code to activate

In the unlikely event that your SmartFountain does not 
respond to your remote control it may need pairing.

4. Your remote control is 
now paired and ready for use.

3. Immediately press either 
Right or Left LED button on your 
remote, hold for 5 seconds and 
release.

1.  Ensure that your 
SmartFountain is completely 
dry.

2. Place your SmartFountain 
on charge by following Set Up 
steps 5 & 6.

Trouble Shooting

Pairing
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This device complies with part 15 of the FCC Rules. Operation is subject to the  
following two conditions: (1) this device may not cause harmful interference, and (2)  
this device must accept any interference received, including interference that may  
cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to  provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,  
which can be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following 
measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment to an outlet on a circuit different from that to which the  
receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications to this product not authorized by Unipowa could void the  
electromagnetic compatibility (EMC) and wireless compliance and negate your  
authority to operate the product.

This product has demonstrated EMC compliance under conditions that included 
the  use of compliant peripheral devices and shielded cables between system 
components. It is important that you use compliant peripheral devices and 
shielded cables between system components to reduce the possibility of causing 
interference to radios, television sets, and other electronic devices.

Charge Time Approx. 8 Hours
Water Flow Rate 42 Gal/Hr 160 L/Hr

Charger Input Voltage 100 - 240 V AC
Charger Output Voltage 10 V DC

Charger Current Input - 0.8 A / Output - 2.5 A
Battery Type Lithium Ion

Battery Voltage 7.4 V DC
Battery Capacity 9600 mAh

Remote Control Type RF
Remote Control Frequency USA - 315MHz / EU - 433MHz

FCC ID 2AW6O-UNIPOWA-SFV01

Technical Specifications

FCC Compliance

Essential Care

1. Open up the case 
by pressing the tabs on 
the sides.

3. Use the cleaning 
brush to loosen any dirt 
and rinse under running 
water.

2. Lift the top cover  
to reveal the battery and 
pump.

4. Remove the side 
cover of the pump to 
reveal the pump filter 
and impeller.

6. Remove any 
particles stuck to the 
impeller and rinse 
under running water.

5. Rinse the 
individual parts under 
running tap water to 
wash off all dirt and 
debris.

7. When reassem-
bling, ensure the impeller 
cover pin is aligned with 
the pin hole.

9. Dry all surfaces 
thoroughly before 
connecting to the 
charger.

8. Once all parts 
are cleaned, replace 
the top cover.

• Only use fresh clean water and regularly top up to the 
fill level to prevent the pump running dry - see fig 1

• Clean the water reservoir and change the water every 
one or two weeks to ensure clean running water.

• Clean the SmartFountain when you re-charge / change 
the water by following the maintenance steps below Water Level

Fig 1
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To prolong the life of your SmartFountain and avoid 
invalidating your warranty we recommend adopting the 

following best practice:


