
Soy & Beeswax Candle-Making 
Kit


This kit is designed with your creativity in mind! Create two 
beautifully scented soy & beeswax candles from scratch! 

We’ve provided all the equipment you need to pour your own 
candles. 

Kit Contents

• 1x melting pot (borosilicate) 

• 1 electronic thermometer 
• 2 markers (1 silver + 1 gold) 
• 2 ceramic jars (1 black + 1 

white) 
• 4 wicks 
• 4 mixing sticks 
• 4 centering tools 
• 4 bags of wax blend 
• 4 fragrances

You can find a step-by-step video on Youtube: 

https://youtu.be/FgbzPyzvZYA



Step 1: Attach the wick

Chose the container you would like to use for this candle. Take a 
wick from the kit. Our wicks are specifically selected for the jar 
sizes in the kit. Place a glue dot at the base of the wick and then 
press the wick’s base on the inside center of the jar. To keep your 
wick in place during the pour, we provided a simple entering tool 
to hold the wick. We suggest you fold the wick 90 against it to keep 
it nice and tight. That’s it!  

Step 2: Melt the Wax 
Do not use direct heat when melting the wax! 

Protect your workspace with old newspapers or cloths. Wax tends 
to be sticky and messy. 

Fill a saucepan with 2 to 3 inches of water and bring to a soft boil. 
Empty the contents of one pre-measured bag into the provided 
glass melting pot.  

Place the glass pot in the pan of hot water (If it floats, just remove a 
bit of water). While the wax is melting, stir the wax pellets once in 
a while. You will notice the beeswax pellets will melt last. 



Stir the wax until it reaches 80°C or 180°F. The thermometer has 
both units. Now jump to Step 3 

Microwave option
You can use the microwave as a heat source. Microwaves’ power 
vary a lot from model to another. Please watch the wax closely 
with this technique.  

1. Place the wax in the glass melting pot. 
2. Place the melting pot in the microwave for 1 1/2 to 2 minutes. 
3. Stir! If the wax has a slush consistency, put the pot back in the 

microwave and add maximum 30 seconds maximum at a time 
until it is mostly liquid. If the wax is mostly liquid, stir then take 
the temperature, stop heating when the mixture reaches 80°C 
(180°F). Follow the rest of the steps as instructed in this 
document.



Step 3: Add the Scent

Remove the melting pot from the pan and stir the wax gradually 
until it is close to 70°C (158°F). Grab the vial with the desired 
scent. When the wax’s temperature reaches 70°C, pour the entire 
contents of the vial into the melted wax for a richly scented candle. 
If you want a more subtle scent, pour at least 2/3 of its content into 
the wax. (With less than 2/3 of the content, the candle will not 
smell when it is not lit) 

Mix vigorously for a minute with the provided popsicle stick. Check 
that the temperature does not drop bellow 65°C (150°F), if so, 
reheat it a little so it is neighbouring 70°C (158°F). This step is 
important to make sure the scent is evenly distributed throughout 
your candle. You are now ready for Step 4. 

 



Step 4: Pour the wax

Before you pour your candle, make sure all your heat sources are 
off. You shouldn’t need any heat sources from now on. Holding the 
melting pot in your hand, stir the wax with the provided popsicle 

stick and take temperature measurements regularly. The 
temperature drops quite quickly when stirring. When the mixture 

reaches 65°C (150°F) start pouring. You can use the thermometer 
at the tip of the melting pot to help direct the wax (See picture 

below). Doing this helps to avoid air bubbles and splash. It also 
helps direct your pouring and that no drip back occurs.  

Step 5: WAIT 

Now your candle is poured. Congratulations! Let it set at room 
temperature for at least one hour. You will be able to handle your 
candle then. You can clean your equipment in the meantime, or 
start making another candle.  

Can’t wait to light it up? Before you do so, to make sure the candle 
is fully cured, WAIT for 48hrs! You will be able to enjoy the 
candle’s fragrance in the meantime. 



STEP 6: Decorate

You can do this before pouring your candle, or after it has finished 
setting. I would say, the whole purpose of creativity is to do things 
without instructions… so that being said. Get creative!!! 

Lighting Your Candle the first 
time 

The first time you light your candle, make sure to let it burn at least 
2 hours. This will allow the wax pool to reach a large diameter, 
close to the jar’s edge. Not doing so may cause your wick to be 
“drowned” in wax later on. 



Share your creations 

: @LoveLarkinCrafts

Find more tips and materials at www.larkincrafts.com

Pro Results
1. Before pouring your candle, use a hair dryer or place your jar 

in hot water to have the jar closer to the wax temperature. This 
will avoid the wax from separating from the jar while cooling. 
This will also avoid “wet spots” on transparent jars. 

2. To avoid dips and cracks, which might occur even if you follow 
these instructions, you can pour 3/4 of the wax into the jar and 
wait for it to set. Then melt (@ 65°C-150°F) the remaining 1/4 
and pour it on top.

http://www.larkincrafts.com


Safety TIPS
1. Make sure to keep the wicks trimmed to ¼ inch or less above 

the wax at all times. 
2. Never leave a burning candle unattended. 
3. Stop burning the candle when there is only ½ an inch of wax 

remaining. 
4. Making candles with children? Great. Just make sure they are 

supervised at all times.

Cleaning your equipment
1. Remove most of the wax by scraping it. 
2. Pour hot water on the outside of your melting pot and wipe the 

inside with a paper towel or a cloth.  
3. Wash the container with hot water and dish soap. Use a brush 

rather than a sponge.  
4. Repeat steps 1 to 3 with your thermometer. 

*  The glass pot is dishwasher safe, the thermometer is not. 
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