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 Stainless quality pavement board with 30 
mm anodized alu snap frames, mitred corners. 
Backing plate in galvanized steel (uncoated) - 
anti-re� ex APET front panels. Legs in 25 x 25 
mm alu pro� les. Easy change of the logo plate 
in 4 mm Alu Dibond with snap pro� le in top. 

 Rostfreie Qualitäts Kundenstopper mit 30 
mm eloxierte Alu Snap-Rahmen, Ecken in Geh-
rung. Galvanisierte Stahlrückwand (unlackiert) 
und entspiegelte APET Frontplatten. Gestell 
in 25 x 25 mm viereckigem Alu-Rohr. Die 
Logoplatte in 4 mm Alu Dibond ist durch die 
Klapprahmen oben einfach zu wechseln.

 Rustfrit kvalitets gadeskilt med 30 mm 
eloxerede alu snap-rammer, geringshjørner. 
Bagplader i galvaniseret stål (ulakerede) og 
re� eksfri APET frontplader. Ben i 25 x 25 mm 
alu-� rkantrør. Logopladen i 4 mm alu dibond 
kan nemt og hurtigt skiftes via snap-pro� len i 
toppen.
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BROCHURE BOX

 Model Art.no. Poster size  Colour Header/Logo  Total W x H Package size and weight Pallet size and quantity
 115 3670 50 x 70 cm  Alu/Silver 54,0 x 15 cm 55 x 107 x 80 cm 56 x 120 x 10 cm 9 kg 80 x 120 x 220 cm 26 pcs.
 - 3671 59,4 x 84,1 cm A1 - 63,5 x 15 cm 64 x 117 x 84 cm 66 x 135 x 10 cm 11 kg 80 x 140 x 220 cm 22 pcs.
 - 3672 70 x 100 cm  - 74,0 x 15 cm 75 x 127 x 91 cm 77 x 155 x 10 cm 14 kg 80 x 160 x 220 cm 20 pcs.


