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CongratulationsonyourpurchaseofaCarsonJC-200SkySeekerTM  

telescope.Thistelescopefeaturesaneasy-to-usedesignandhigh 
performanceopticsthatareperfectforbeginningastronomers 
lookingtoexplorethewondersofouterspaceandtheworldaround
them.Pleasereadthismanualcarefullytoensurethatyouassemble
anduseyourtelescopecorrectly.Whenusedproperly,your 
SkySeekerTM telescopeshouldprovideyearsofexcitingobservations
oftheuniverse.PleasenotethatthisNewtonianReflectortelescope
wasdesignedforastronomicalviewingonly.

IMPORTANT:DONOTUSEYOURSKYSEEKERTMTELESCOPETO 
LOOKATORNEARTHESUN!DOINGSOWILLCAUSEINSTANT 

ANDPERMANENTEYEDAMAGE.
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 •CompleteOpticalTubeAssemblyonDobsonianTabletop
Mount

 •8mmHuygenianEyepiece(1.25”O.D.).
 •20mmHuygenianEyepiece(1.25”O.D.).

Pleaseunpackyourtelescopecarefullyandmakesurethatall 
accessoriesareincludedinthebox.

VISUAL KEY DIAGRAM

BOX CONTENTS
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SettingUpYourTelescope:
Themountandopticaltubeassemblycomespreassembledand
ready-to-use.Carefullyremovethetelescopefromthebox.

AttachingtheEyepieces:
InserttheHuygenian20mmeyepieceintothefocuserandrotate
clockwiseintofocuseruntiltight.Becarefulnottoover-tighten
theeyepiece.
RemovingtheEyepieces:
Toremoveeyepieces,holdontothesilvermetalportionofthe
eyepiece,androtatecounter-clockwiseuntilloose,andremove
from focuser. 

Onceyouhaveproperlyassembledyourtelescopeyouareready
to start using it.  

•First,placeyourtelescopeonastablesurfaceorholdthemount
steadily in your arms. 

•Tolocateanobjectusingthetelescope,firstloosenthealtitude
lockknoballowingthetelescopetorotatefreelyalongbothaxes.

•Aimtheopticaltubeassemblyatyourdesiredtargetbyrotating
theazimuthpositionleftorright.Lookthroughtheeyepieceat
thedesiredtarget,andmakealtitudeadjustmentsbymovingthe
opticaltubeassemblyverticallybyhand.Whenthealtitudedirec-
tionisaligned,youmayre-tightenthealtitudelockknob.

•Oncetheobjectiscenteredinthefieldofview,turnthefocuser
untiltheimageisclearandsharp.

•Itisbesttousethelowestpowereyepiece(theHuygenian20mm
eyepiece)atfirst.Thisallowsforawiderfieldofviewmakingit
easiertolocateobjects.Oncetheobjectiscenteredinthefieldof
viewyoucanswitchtheeyepiecetohighermagnifications.

•Youwillnoticethattheviewthroughthetelescopeisinverted
(upside-down).Thisiscommonintelescopesusedforastronomi-
calviewing.Atnightitisbesttostartbylookingatthemoonor
othereasytofindcelestialobjects.Asyoubecomemoreexperi-
encedusingyourtelescopeyoucanbegintotrylocatingharder
tofindobjects.

TELESCOPE ASSEMBLY

USING THE TELESCOPE
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•Ifyouareviewingcelestialobjects,youwillnoticethattheobjectwill
slowlymoveacrossthefieldofview(causedbytherotationofthe
Earth).Youwillneedtoslowlymovethetelescopeverticallyand/or
horizontallytokeeptheobjectcentered.

Therearemanyconditionsthatmayaffectyourabilitytofocusor 
observecelestialobjectsclearly.
•Brightlylitareas(lightpollution)willmakeitdifficulttoseefaint

objectsinthesky.Itwillalsomakeitdifficultforyoureyestoadjust
tothedark.Youshouldtryandfindadarkareaandallowyoureyes
toadjusttothedarkbeforemakingobservations.Usingaredfiltered
flashlighttoviewchartsandyourtelescopecomponentsisrecom-
mendedtopreserveyournightsight.Thebestviewingconditionsare
whentheskyisinkyblack.

•Hazyskies,pollution,cloudsandmoisturecanallaffecttheclarityof
yourviewingimage.

•Avoidtouchingtheeyepieceoropticaltubewhilelookingthrough
thetelescope.Thevibrationscausedbythiscontactwillcausethe
objectyouarelookingattomove.Youshouldalsomakesurethat
thesurfaceyouplaceyourtelescopeondoesnotvibrateormoveas
thiswillalsocauseyourviewingobjecttomove.

•Youshouldavoidsettingupyourtelescopeinsidearoomlooking
throughanopenwindow.Thedifferenceinairtemperaturesmay
result in a blurry image.  

•Viewingthroughaclosedwindowmightalsoresultinadistortedim-
ageduetothevaryingdensitiesofwindowglass.

•Avoidviewingobjectsthatarelowonthehorizon.Objectsthatare
higherupintheskywillappearmuchsharper.

•Suddenchangesintemperaturemaycausecondensationtoappear
ontheopticalcomponentsofthetelescope.Itisbesttosetupyour
telescopeaheadoftimeandthenwaitwhilethetelescopeadjuststo
thenewtemperaturebeforeusingit.

USING THE TELESCOPE CONT.
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Themagnificationofatelescopedependsonboththefocallength
ofyourtelescopeaswellastheeyepieceyouuse.Thereisasimple
formulayoucanusetodeterminethemagnificationyouareusingat
anygiventime.Simplydividethefocallengthofthetelescopebythe
focallengthoftheeyepiece.Forexample,ifyouareusingtheincluded
20mmeyepiecewithyourJC-200telescopethepowerwouldbe:

Power=300mm/20mm=15x

Usinganeyepiecewithasmallerfocallengthwillincreasethemagnifi-
cationofyourtelescope.Itisalwaysbesttostartatthelowestmagnifi-
cationconfiguration.Thewiderfieldofviewmakesiteasiertospotfar
awayobjects.Onceanobjectiscenteredinyourfieldofviewyoucan
switchtothehigherpowerconfigurations.

•Alwaysreplacedustcoversandlenscapswhennotinuse.Thiswill
minimizetheamountofdustanddebristhatgetsintoyourtelescope.

•Cleaningshouldbeperformedonlyifabsolutelynecessary.Ifdust
hasbuiltupontheopticsuseasoftcamel’shairbrushorpressurized
airtogentlyremoveit.

•Ifdewcollectsontheopticsofyourtelescopeormoisturecondenses
insidetheoptics,removeallaccessoriesandplacethetelescopeina
dry,dustfreeenvironmentandpointthetelescopedownward.This
shouldhelpeliminatethemoisture.

•Avoidtouchingthesurfaceofthemirror.
•Donotattempttotakeapartyourtelescopetocleanit.

CALCULATING POWER

CARE AND MAINTENANCE
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OpticalDesign:   NewtonianReflector
Aperture:   76mm(2.99”)
FocalLength:   300mm(11.8”)
FocalRatio:   f/3.95
Eyepiece1:   Huygenian20mm
Magnification1:  15x
Eyepiece2:   Huygenian8mm
Magnification2:  37.5x
Mount:    Dobsonian(Alt-azimuthmount)
Weight:   3.7lbs.

•Neverusethistelescopetolookdirectlyatornearthesun. 
Viewingthesuncancauseinstantandirreversibleeyedamage.

•Alwayssupervisechildrenwhenusingthistelescope.
•Donotleavetelescopeunattendedatanytime.Untrainedadultsor

childrenmaynotbefamiliarwiththecorrectingoperatingprocedure.
•Donotpointthetelescopeatthesunevenwhenyouarenotlooking

throughit.Thiswillcauseinternaldamagetothetelescope.
•Handlethistelescopewithcare.Roughhandlingmightknockthe

internal optical components out of alignment.

Wewillbehappytohelpyouwithanyproblemsyoumayexperience
whileusingyourtelescope.Pleasecallourtoll-freecustomerservice
lineat1-800-967-8427.

SPECIFICATIONS

WARNINGS

CUSTOMER SERVICE
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ThisCarsonproductiswarrantedtobefreefromdefectsinmaterial 
andworkmanshipforaperiodofoneyearfromdateofpurchase. 
DuringthisperiodCarsonwill,atitsoptionandwithoutcharge,either
repairanypartorassemblyofpartsfoundtobedefectiveinmaterialor
workmanship,orreplacethisCarsonproductwithaCarsonproductof
comparablevalueandcondition,subjecttothelimitationsandexclusions
notedherein.
Thiswarrantyextendstotheoriginalpurchaseronlyandisnot 
assignableortransferable.Itshallnotapplytoanyproductthathas 
beensubjecttomisuse,abuse,negligenceoraccident,ortoanydefects
ordamagedirectlyorindirectlycausedbytheuseofunauthorized 
replacementpartsand/orserviceperformedbyunauthorizedpersonnel.
Thiswarrantygivesyouspecificlegalrights,andyoumayalsohaveother
rightswhichcouldvaryfromstatetostate.Somestatesdonotallow
limitationsonthelifeofanimpliedwarrantyand/ordonotallow 
excludingorlimitingincidentalorconsequentialdamages.Ifso,the
abovelimitationsorexclusionsmaynotapplytoyou.

Provideproofofpurchase.Areceiptorotherdatedproofofpurchase
mustbeincludedwithmerchandisebeingreturnedforawarrantyclaim
tobeprocessed.Callorwriteforauthorization.Beforereturningany
productforawarrantyclaim,aReturnAuthorization(RA)numbermust
beobtained.NomerchandisewillbeacceptedwithoutanRA,andfailure
toobtainanRAwillpreventordelayprocessingofthewarrantyclaim. 
ToobtainanRAcall631-963-5000,orwritetoCarsonWarrantyService,
20705thAvenue,RonkonkomaNY,11779withadescriptionofthe 
problem.Includeyourname,addressandtelephonenumber.
Packagethereturncarefully.Shipperswillnotreimbursefordamages
duetoinsufficientpackaging,evenifthemerchandiseisinsured. 
PrinttheRAnumberprominentlyonthetopofthepackage.
Prepayshipping.Insurethepackage.SendittoCarsonWarrantyService,
20705thAvenue,RonkonkomaNY,11779.Merchandisemustbeshipped 
prepaid.CarsonwillnotacceptmerchandiseC.O.D.

Carson      |     2070 5th  Avenue    |    Ronkonkoma, New York 11779
Phone 631-963-5000    |    Fax 631-427-6749 

For information, call toll-free: 1-800-967-8427
info@carson.com    |    sales@carson.com    |    www.carson.com

WARRANTY INFORMATION
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