
6-36x50 G3 Digital Day-Night Riflescopes 
with built-in Laser Rangefinder

DiGitaL MuLti-ReticLe

BuiLD, MouNt, eRGoNoMics

LaseR RaNGefiNDeR

optics aND iR iLLuMiNatoR

usaGe aND puRposeusaGe aND puRpose

•	 for rimfire and small centerfire 
arms 

•	 Withstands recoil energy of  
18.5 ft/lb or less

DiGitaL MuLti-ReticLe

•	 2560x1440 Quad-HD cMos 
digital sensor

•	 Quad HD video recording at 30 fps 

•	 5360 x 3008-pixel, 16.1 Mp images 

•	 HD aMoLeD-Q, Quad-pixel display

•	 Daytime color, b&w monochrome, 
NV green phosphor, NV white 
phosphor and amber color modes

•	 up to 128 GB microsD memory slot

•	 Wi-fi transmitter for live streaming

•	 ios, android

•	 Micro-HDMi video-out port

optics aND iR iLLuMiNatoR

•	 integral iR illuminator 

•	 50mm objective 

•	 10° angular field of view

•	 6-36x magnification

LaseR RaNGefiNDeR

•	 700m (763yds) LRf model

•	 1500m (1635yds) LRf-pRo model

BuiLD, MouNt, eRGoNoMics

•	 Quick Release picatinny Mount  
 available

•	 color-enhancing daylight filter

•	 flip-out, attached battery door 

•	 covered video-out/power-in ports 

•	 3 hours on two cR123a batteries 

•	 14°f to 122°f working temperature 

•	 Long eye-relief rubber eyecup

•	 Weather resistant ipX 

Techincal Specifications on reverse side of this page.

Our new LRf series of the state-of-the-art LN-G3-Rs50  

riflescope offer an added benefit of a fully integrated 

Laser Rangefinder allowing for nearly instant distance 

readout in order to take your hunting or target 

shooting on the next level of accuracy and precision. 

Combined with multiple reticle adjustment settings 

user can now quickly select the most optimal pre-set 

reticle position based on the target distance without 

having to re-zero the reticle all over again.

Featuring digital reticle with five pattern and 7-color 

options, these riflescopes are optimized for rimfire 

and small centerfire munitions with less than 18.5 ft/

lb recoil energy. The compact and durable aluminum 

housing offers a sturdy Picatinny/Weaver mount (QD 

mount is available with two quick-release locks) as 

well as an extra rail mounting point for connecting 

accessories like lasers or sights.  Other convenience 

highlights are an ergonomic control pad, a wide rubber 

eyecup, a color-enhancing filter, and a flip-out battery 

cap. 

To deliver outstanding digital vision performance, the 

scope is built with a brilliant QHD CMOS image sensor 

and an HD AMOLED-Q widescreen display. Not only 

can you see high-resolution images in vivid color or a 

variety of monochromatic modes, but also save images 

and videos to a micro-SD memory card or export your 

data via a micro-HDMI port or live-stream via a Wi-Fi 

transmitter.  For improved visibility and increased 

range, this riflescope also has a powerful 1W IR 

illuminator offering effective nighttime range of up to 

600m (654yds)!  

For taking out the guesswork choosing basic 

accessories, the scope ships with a quick-release rail 

mount, carry case, daylight color-enhancing filter 

(embedded into the lens cover), 8 GB microSD card, 

USB card adapter, micro-HDMI cable, and USB-C cable. 
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tecHNicaL  
specificatioNs
tecHNicaL 
specificatioNs
• image sensor:  2560x1440 Quad-HD  
 cMos digital sensor

• sensor sensitivity:  0.002 lux

• still image Resolution:  5360x3008,  
 16.1 Mp

• Video Resolution:  60 fps: fHD; 30 fps:  
 QHD, 3MHD, fHD, HD

• Displays:  1280x720 HD aMoLeD-Q,  
 Quad-pixel display  

• Display size:  0.38 in (0.97 cm)

• optical system:  50mm, f/1.0,  
 multicoated glass

• Magnification:  6x-36x

• Minimum focus Distance:  2.6ft (80cm)

• Mobile compatibility:  ios, android

• Magnification:  6.5x-39x

• Minimum focusing Distance:  2.6ft (80cm)

• field of View:  10°

• Laser Rangefinder: Built-in: 700m/763yds,  
 or 1500m/1635yds pRo model

• Nighttime Viewing Range:  654yds (600m)

• Memory:  Micro-sD card, up to 128GB  
 (fat32 format)

• power:  two 3V cR123a batteries,  
 usB-c port 

• operating time:  up to 3 hours  
 (2xcR123a batteries)

• operating temperature:  14°f to 122°f  
 (-10°c to 50°c)

• Water Resistance:  Yes, ipX6

• Dimensions:  8.9 x 2.8 x 3.7 in  
 (227 x 70 x 95 mm)

• Weight:  1.7lbs (780g)

• Warranty:  2 Year Limited Warranty
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