
• Noise cancelling microphone with internal wind 
screens

• Heavy duty rigid boom and swivel allows for 
perfect mic placement 

• 40 mm speakers with deep bass sound deliver 
crystal clear audio

• Plush leatherette on-ear cushions reduce back-
ground noise and are easy-to-clean and replace-
able

• Adjustable headband ensures a comfortable fit on 
smaller heads

• Extra long 7-foot cable 
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AC-155
ON-EAR STEREO 
MOBILE HEADSET

Connections
Microphone/Speaker Plug 3.5 mm

Microphone
Noise Cancellation
Frequency Range

Electrical Signal-to-Noise Ratio
Sensitivity at 1kHz (0dB=1V/Pa)

Current Consumption

Speakers
Frequency Range

Coil Resistance
Sound Output from 1kHz 1mW

Input (0dB=20µPa)
Maximum Input Power

Black

PARAMETER VALUE

5dB/octave
100-10,000Hz

>60dB
-36dB

<0.5mA

20-20,000Hz
32 ohm
114dB

40mW

3.5 MM SINGLE PLUG SUITABLE
FOR TABLETS, INCLUDING IPAD®, 
LAPTOPS INCLUDING MACBOOK®, 
AND MOST SMARTPHONES, 
INCLUDING IPHONE®

INCLUDES C-200 MOBILE HEADSET
COMPUTER ADAPTER FOR PC 
COMPUTERS WITH DUAL COLOR
CODED AUDIO PORTS

Education Speech
Recognition

Computer
Gaming

Video
Conferencing

Music
Listening


