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1.3 Use keyboard hot keys

(1). Press

HDMI KVM

Directly press [1]~[16] button on the IR remote control to 

select input port 1~16
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Press front panel button [MIN] to loop between 0~59
minutes.

Press front  panel button [MIN] to loop between 0~59

minutes.
After setting minutes and seconds, press button [SET] 
to enter final scan time interval settings.
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Use of RS232 and LAN port :

DCD RXD TXD DTR GND

DSR RTS CTS RI

IR In

Female RS232
connector

Female RS232
connector pin
assignment

The RS232 and LAN ports are used for selecting input source 

only, could not transfer keyboard and mouse data or even the 

video and audio, this is a redundant design for some special 

application when you want to switch the input sources by a 

termination control devices. Normally you could switch the 

input source by front panel keypad, IR remote control or 

keyboard hot keys.

For the software application packages or the API 

document for the RS232 and LAN port please contact with 

our sales. (Only for windows system)

1. Connect RS232 port

Follow below diagram to connect the standard 9 pin RS232 

port to the 3 pins connector which is included in package, 

then plug the connector to the KVM ‘                ’ port.
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2. Connect LAN port

Follow below diagram to connect the LAN port to local area 

network router or directly to PC with Cat5e/6 UTP cable.

1

ON

OFF

LAN

Cat 5e/6 Cable

Connect to local area network router or directly to PC
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HDMI KVM

IR Remote Control:

Turn on/off auto input detection 

When plug new HDMI input source to 
the 16 ports Switch or power on the 
HDMI input source, the HDMI switch 
will automatically select the input port 
that is connected to this input source. 
press [M] again to stop auto input 
detection

Turn on/off auto scanning mode 

Switch will automatically switch among 
all the powered on input sources within 
the specified time interval, press [P] 
again to stop auto scanning

2

Select input port

Press [1]~[16] to select input 1~16

3

Mute/unmute buzzer4

Note: 1.Other buttons are invalid.

2. The battery slot on the back of remote control is equipped with an 
insulation splice . Remove it when you use it and reinsert it into the 
remote control after use to extend battery life.

3. Please install AAA batteries before use.
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